
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

FEATURES: HDMI Input Connector  
(A-Type Female) 1 

HDMI LOOP Output 
Connector (A-Type Female) 1 

Output Connector (A-Type 
Female) 4 x RJ-45 

Max. Resolution 4kx2k@30 (TV Wall 2X2) 

HDMI Cable Distance LOOP 10m (Max.) 

CAT.X Cable Distance 70m (MAX.) 

Signal Type Standard HDMI Signal 

Power 100VAC-240VAC, 50/60Hz, internal 

Housing Metal 
 

SPECIFICATION: 

22**22,,  11**33,,  33**22  vviiddeeoo  wwaallll,,  HHDDBBTT  oouuttppuutt    ++  HHDDBBTT  
RREECCEEIIVVEERR  xx  44  ((AAVVEExxttRR))  ((MMooddeell::  AAVVWW2200RR))  

• 2x2 Maximum resolution 4kx2k@30 
• Mullian compensation 
• Plug and play - no software required for operation 
• Color temperature adjustments. 
• Can be configured in a 2x2 or 1x3 portrait mode or 

1x3 landscape mode to be used as video walls 
(with mullion compensation). 

 

2x2/3x1/1x3/1x4 Video Wall 
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