
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

FEATURES 

 10.1” LED B/L LCD, (700 nits)  
 Intel E3845 Processor  
 Full Flat Resistive Touch w/anti-glare coating  
 2G DDR3L RAM, 32GB mSATA, Pre-Install Win10 IoT Ent LTSB  
 IP 66 Compliance Front Bezel Design  
 DC 9~30V 

Engineering Specs 

Construction IP66 Compliance Aluminum Front bezel 

Display 10.1” , 1280 x 800, 700 nits, LED B/L 

Touch Screen Full Size Resistive Touch 

CPU Board GENE-BT05W2-A10-0006 

Processor Intel E3845 Processor 

System Memory DDRIIILSODIMM (204pin) x 1, built-in 2GB, Max. 16GB 

Storage Wide temp. 32GB mSATA x 1 

Front I/O N/A 

Rear I/O Antenna    hole x 2 

Back I/O N/A 

Bottom I/O Type A USB 2.0 x 1 
Type A USB 3.0 x 1  
DB9 Type RS-232 x 1  
RJ45 Type LAN x 2  
VGA x 1 2  
Pin power connector x 1 

Top I/O Type A USB 2.0 x 
1 Expansion    
I/O solt x 1 
Power Button Expansion Half size mini card x 1 

Power Input DC 9~30V 

Max Power Consumption & Power 
Current 

36W / 1.5A 

 
LCD size 10.1”, 1280 x 800, LED 

Interface 1 channel   LVDS 

Luminance (cd/m2) 700 nits 

Contrast Ratio 800:1 

View Angle 170 (H), 170 (V) 

MTBF 50,000 hrs 

Other Bonded   display   by 3M VHB 

 

SPECIFICATIONS 

10.1" Touch PPC Intel E3845.2G RAM, 64G mSATA.R T/S 
GENE-BT05WT.HB 

Model: AOPCW1010HB-AT 

TOUCH PANEL PC 
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Touch Screen 

Type Full  Size Resistive   Touch   (With   Anti-Glare) 

Resolution 2048 x 2048 

Light Transmission >86% 

 
Mechanical Specification 

Architecture Aluminum   design + Metal   Chassis 

Front Bezel IP66  Compliance   Aluminum   Front Bezel 

Front Bezel Color Follow ACP-1106 ID 

Mounting    / Holder VESA 75 / Panel   Mount 

Dimension 266 x 184 x 48mm 

Carton Dimension 340 x 194 x 253mm 

Packing Filler PE 

 
Environmental Specification 

Operating temperature -4°F ~ 122°F (-20°C ~ 50°C ) without   airflow 

Storage temperature -4°F ~ 158°F (-20°C ~ 70°C ) 

Operating  humidity 90%   @ 40C, non-condensing 

Storage humidity 5 ~ 90%   @ 40C, non-condensing 

Vibration 1Grms / 5~ 500Hz / operation 

Shock 15G  peak   acceleration (11 msec. duration) 

Drop Random    (1 Corner, 3 Edge,  6 Surface) 

EMC CE/FCC    Calss  A 
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