
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

FEATURES: 

SYSTEM 

Processor Intel Bay Trail N2930(1.83GHz) CPU built-
in / E3845(1.91GHz ) (option) 

System Memory Onboard 2GB DDR3L 800 MHz, (4GB for 
option) 

System Chipset SoC 
IO Port 
USB 1 x USB 2.0 type A(M12 connector) 

Serial/Parallel 
1 x RS-232 DB-9, COM2(M12 connector)1 
x DB-9 RS-232/422/485, COM1 (Default 
RS-232) (M12 connector) 

Graph 1 x VGA (M12 connector) 
LAN 1 x GbE LAN RJ-45(M12 connector) 
Power 1 x DC Power (M12 connector) 
Storage Space 
HDD 1 x 2.5" SATA2 HDD 
Movable device 1 x SD slot, up to 32GB 
Expansion 
expansion slot 1 x Internal Mini-PCIe slot full size 

SPECIFICATION: 
POWER SUPPLY 
Power Input 9~36VDC 
MECHANICAL 
Construction Stainless Steel 
IP Rating IP67 
Mounting Wall Mount 
Dimension 200x250x53(mm) 
ENVIRONMENTAL 
Operating 
Temperature -20℃ to 60℃ 

Storage 
Temperature -40℃ to 85℃ 

Storage Humidity 10 to 90%@ 40˚C, non-condensing 
Certificate Meet CE / FCC 
Operating System Support 

Windows Embedded CE6.0  
Windows 7 pro for Embedded  
Windows Embedded standard 7 
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EMBEDDED BOX PC 

Fanless Full IP67 Box PC. Intel ATOM D2550 (NM10 chipset), Onboard 4GB 
DDR3 800MHz memory, 1x 2.5in SATA2 Drive Bay. Features fanless design, 
Stainless Steel Chassis, 1x Internal SD slot, 1x VGA, 1x USB2.0, 2x COM, 1x 
GbE LAN, 9~36VDC power input with adapter. 2.5" SSD 64GB (MLC 64G) + 

Window 7 Pro 32 bit

APC7200-IP67 

• Fanless design 
• Intel Baytrail N2930(1.83GHz) CPU  

built-in/E3845(1.91GHz)(option) 
• Onboard 2GB DDR3L 1600 MHz/4GB(option) 
• Wide Range 9~36V DC Power Input 
• IP67 Rating 
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