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The LongView series extends a keyboard, monitor, mouse, speakers, microphone, and

serial port up to 500 feet away from the computer or KVM switch with one Category 5 (or

higher) UTP cable.  These extenders provide high quality audio, up to 1600x1200 non-

interlaced resolution video, and support for a high speed COM serial port.  LongView

extends the connection to high speed COM serial devices such as touch screens, digitizing

tablets and serial printers.  With LongView, you can place the system unit, software and

sensitive data in a secure area to minimize tampering, system damage and unauthorized

software installation.

KVM Extension Technology
LongView’s extension technology can control and operate a data center's servers either

locally or remotely from the computer lab down the hall.  The LongView Companion

allows for a second workstation to be located near the PC for convenient system

maintenance.  For access to multiple computers, use the LongView in conjunction with

Avocent switching solutions. Convenient flash upgrade capability provides flexible support

for changing technology.

Video Expansion Technology
The LongView Companion also features video expansion technology.  The video expansion

technology extends a keyboard, mouse, speakers, microphone, serial port, and four high

quality resolution video monitors up to 500 feet away from computer or KVM switch with

one Category 5 (or higher) UTP cable.

Highlights
Features  Benefits

Exclusive AutoTuningTM Configures without jumpers or switches

Multimedia Support High quality audio, video and COM serial port

CAT 5 Extender Uses standard Category 5 or higher cable up to 500 feet

Extensive Mouse Support Supports a wide variety of PS/2 style mice

Secure Area Houses unit, software and sensitive data in a secure location

LongView
Product Series

The diagram to the left illustrates the

LongView extension technology. The

LongView transmitter is located at the

server in a secure area. The receiver is

located at the user’s work area.
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MECHANICAL Height Width Depth Weight

LongView Units 1.9” (4.8 cm) 8.1” (20.6 cm) 4.8” (12.2 cm) 1 lb (0.45 kg)

ENVIRONMENTAL / POWER / HARDWARE 

Operating Temperature    32º (0ºC) to 104º (40ºC)

Storage Temperature       -4º (-20ºC) to 122º (50ºC)

Power Requirements       24 VDC @ 500mA from 115 VAC or 230 VAC adapter (2 required)

Supported Hardware - Computer IBM PC/AT, PS/2 and 100% compatibles 

Supported Hardware - Video Modes Non-interlaced VGA, SVGA, XGA, 15-pin high density ‘D’ connector

Supported Hardware - Peripherals PS/2 keyboard (150mA max), PS/2 or serial mouse

Serial Port EIA-232 async up to 19.2 Kbps, TD, RD, RTS, CTS DTR, DSR for serial
mouse, 9-pin ‘D’ connector (female on transmitter, male on receiver)

Warranty Two Year

Specifications
LongView and LongView Companion

LongView 

LongView Companion 

LongView Companion

with Video Expander

Ordering Information

SWITCH

LongView 

LV220-AM   Transmitter/receiver

LV420-AM   Transmitter/receiver
(speakers and microphone extension)

LongView Companion

LV620-AM   Local/extension transmitter/receiver

LV820-AM   Local/extension transmitter/receiver
(speakers and microphone extension)

LongView Companion with Video Expander

LV814-AM   Local/extension transmitter/receiver
(speakers and microphone extension
with four video outputs)

CABLES

C5T Expansion (CAT 5e UTP) - 10, 25, 50, 100, 150, 200, 

250, 300, 350, 400, 450, 500 feet

ACCESSORIES

LongView 

VAK-1 adapter kit for LV220 and LV420 with Sun computers

The diagram to the right illustrates

how the LongView is used to connect a

remote server to a local AutoView unit

up to 500 feet away. 
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About KVM
KVM stands for keyboard, video and mouse.
KVM switching systems provide access and
control of multiple racks of servers from a
single console, as well as control from
remote locations. These switches eliminate
extra keyboards, monitors and mice and
allow businesses to save critical space in
their data centers. KVM solutions also
provide extended cabling distances and
console signal conversion.

About Avocent
Avocent is the leading worldwide supplier of
KVM switching and connectivity solutions
that provide IT managers with access and
control of multiple servers and network data
center devices. Avocent was formed in July
2000 by the merger of leading industry
innovators Cybex Computer Products
Corporation and Apex Inc. Avocent's KVM
solutions are distributed by the world's
largest server manufacturers and installed in
Fortune 100 companies around the world. 

Headquartered in Huntsville, Alabama,
Avocent has locations in Redmond,
Washington; Sunrise, Florida; Chelmsford,
Massachusetts; Austin, Texas; Shannon,
Ireland; London, England; Steinhagen,
Germany; Tokyo, Japan; China and
Singapore. For more information about
Avocent and its products, visit the Company's
website at www.avocent.com.

Users Platforms Key Features

LongView Single PC CAT 5 Extender
Extends keyboard, monitor, mouse stereo 
speakers, microphone and COM serial port
up to 500 feet away using a single CAT 5 
UTP cable       

LongView Companion Dual PC Adds a second user
Allows a user to be located up to 500 feet 
away from the server
LongView Companion model adds a 
second local user at the server

LongView Companion Dual PC Video Expander
(with video expander) Extends four high resolution monitors 

along with a keyboard, mouse, 
microphone, stereo speakers and COM 
serial port

Avocent’s Product Portfolio
Avocent's broad product portfolio includes
data center solutions such as: AMX,
AutoView, CPS, DS1800, DSR, LongView,
OutLook, SPC, SwitchView and XP.  Learn
more about Avocent's full range of switching,
extension, power management and remote IP
solutions at www.avocent.com.

Products at a GlanceLongView 
Uses CAT 5 technology to extend
keyboard, monitor, mouse, stereo
speakers, microphone and COM serial
port up to 500 feet away from the server

LongView Companion
Allows a second local user to be
located at the server. Features high
quality video expansion technology




