24" MILITARY / MARINE DISPLAY OR SMARTﬁSPLAY
Resolution: 1920 x 1200 Native, All STD VESA

Brightness: 250cd/m2, Dimensions: 22.01 W x 14%!7! x 3.040
Weight: 22 Ibs. (9.98 kg), Designed to meet: MIL- S 901D Grade A,
MIL-STD-461E, MIL-STD-167

Model: CMil2400

FEATURES:

Drip-Proof

SPECIFICATIONS:

24 Ruggedized COTS Design
Low Power - 35 Watts (Typical)
Fanless Design

High Resolution 1920 x 1200
Bulkhead or VESA Mount Options (Shown with Bulkhead Mount)

LCD Resolution 1920 x 1200 Native, All STD VESA
Brightness 250 cd/m2 Standard (Hi-Bright Available)
Brightness Control (Optional) +89° Horizontal / +89° Vertical
Viewing Angle Ruggedized Resistive
Colors 16.7 Million
Contrast 1000:1 (Typical)
Processor Thin Client Display
CPU / Video Card ATOM N2800 Prisma-lll
Chipset NM10/GMA3650 N/A
RAM 4GB N/A
Storage Solid State Drive N/A
Electrical Voltage, Standard 85-264VAC 50/60Hz 85-264VAC 50/60Hz
Current 0.5A @ 115VAC 0.3A @ 115VAC
Power Consumption 55 Watts 35 Watts
Physical Dimensions (inch) 22.0W x 14.7H x 3.0D
Dimensions (mm) 559W x 374H x 77D
Weight 22 Ibs. (9.98kg)
Material 5052 Aluminum Frame & 6061 Machined Aluminum Bezel
Color Black — Custom Colors Available
Finish Fine Texture Powder Coat
Mounting VESA, Bulkhead, or Panel Mount
Enclosure NEMA 4 Front Bezel
Controls Front Panel OSD Source, Brightness, PWR/SYNC LED, On/Off

Environmental

Temp, operating

-20°C to 60°C per MIL-STD-810G, Methods 501.5 & 502.5

Temp, storage

-40°C to 70°C per MIL-STD-810G, Methods 501.5 & 502.5

Humidity 95% per MIL-STD-810G, Method 507.5
Vibration MIL-STD-167-1 Shipboard
Shock MIL-S-901D Grade A
EMI MIL-STD-461F

I/0 Fully Configurable Thin Client Display
Power MIL Circular MIL Circular
USB 2-USB 2.0 USB Touch
Ethernet 2 - Gigabit N/A
Video N/A DVI or VGA

Options Power POE (Power over Ethernet) or 18-36VDC
Cables 6’ Standard — Custom Lengths Available
Computer Full PC Version Available - Core i7
Mounts Interface Brackets Available
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MECHANICAL DRAWING:
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