
 

 
 
 
 
 
 
 
 
  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 Intel® Skylake U / Kabylake U Processor (TDP 15W) 
 Support 2 * DDR4 SO-DIMM slot, up to 32GB 
 Support DisplayPort, HDMI and eDP/LVDS (triple display) 
 Intel Gigabit LAN, 2 * RJ45 ports 
 Realtek ALC662 Audio CODEC 
 1 * Serial ATAIII (6Gb/s) and 1 * mSATA (shared with mPCIe) 
 5 * Internal RS232 & 1 * Internal RS232/422/485) 
 4 * External USB3.0, 2* External USB1.1/2.0 & 5 * Internal USB1.1/2.0 
 1 * full size mPCIe (shared with mSATA), 1 * half size 

Items Specification Unit 

Active Screen Size 42.8 Inch 

Display Area 1039.68(H) x 259.92(V) mm 

Outline Dimension 1059.48(H) x 283.52(V) x 27.2(D) mm 

Driver Element a-Si TFT active matrix  

Display Colors 10 bit (8bit+FRC), 1073.7M Colors 

Number of Pixels 1,920x480 Pixel 

Pixel Pitch 0.54 (H) x 0.54(W) mm 

Pixel Arrangement RGB vertical stripe  

Display Operation Mode Normally Black  

Display Orientation Landscape/Portrait Enable  

Surface Treatment AG, 3H  

 

SPECIFICATION 

 

Stretch LCD Display, Chassis, 1920x480 42" 700 nits, with 
 i7-6200U CPU, Micron / Kingston RAM 16GB x2=32GB DDR4 

2133 mhz, HP/WD SSD 500GB, AC 110/240 input power supply, 
Chassis / VESA  mount OS is not included. 

 
MODEL: ECHS4200-i5M 

High Brightness: 700nits 
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BOARD SPECIFICATIONS 

 

Form Factor 
Dimensions - 3.5” SBC (148 * 102mm) 
Processor System 
CPU - Intel® Skylake/Kabylake U Processor (TDP 15W, default CPU: i5-6200U, i5-6300U, Celeron 3855U) 
Core Number -i5-6200U : 2, i5-6300U : 2, Celeron 3855U : 2 
Max Speed -i5-6200U : 2.8GHz,- i5-6300U : 3.0GHz,Celeron 3855U : 1.6GHz 

 L2 Cache -i5-6200U : 3MB, i5-6300U : 3MB,Celeron 3855U : 2MB 
Chipset - SoC 
BIOS - AMI 128Mb SMT Flash ROM 
Expansion Slot 
PCI - 0 
Mini-PCIe - 1 (full size, shared with mSATA) & 1 (half size) 
mSATA - 1 (full size, shared with mPCIe) 
PCIe - 0 
M.2 - 0 
CFast Card Socket - 0 
CF Card Socket - 0 
SIM Card Holder - 0 
Memory 
Technology - Dual CH DDR4 2133MHz SDRAM 
Max. - 32GB 
Socket - 2 * SO-DIMM 
Graphics 
Controller - Intel® HD Graphics 
VRAM - Shared Memory 
VGA - 0 
LVDS - 1 (max. 1920 x 1080@60Hz resolution) (Selectable with eDP, not working while using LVDS) 
eDP 1.3 - 1 (max. 4096 x 2304@60Hz resolution) (Selectable with LVDS, not working while using eDP) 
 
HDMI 1.4 - 1 (max. 4096 x 2160@24Hz resolution) 
DVI-D - 0 
DisplayPort 1.2 - 1 (max. 4096 x 2304@60Hz resolution) 
MultiDisplay - Yes (Triple Displays) 
Ethernet 
Ethernet - 10/100/1000 Mbps 
Controller - 2 * Intel® Gigabit LAN 
Connector - 2 * RJ 45 
Audio 
CODEC - HD Audio : Realtek ALC662VD 
Channel - 2 Channel 
SATA 
Max Data Transfer Rate - 1 * SATAIII (6.0Gb/s) 
Rear I/O 
VGA - 0 
DVI-D - 0 
HDMI - 1 
DisplayPort - 1 
Ethernet - 2 
USB - 4 * USB 3.0 & 2 * USB 1.1/2.0 
Audio - 1 (Line-out) 
Serial - 0 
eSATA - 0 
PS/2 - 0 
DC-input - 1 
Internal Connector 
USB - 5 * USB 2.0 
PS/2 - 1 
LVDS / inverter - 1 (Selectable with eDP, not working while using LVDS) 
eDP - 1 (Selectable with LVDS, not working while using eDP) 
VGA - 0 
Serial - 6 (5 * RS232 , COM1 support RS232/422/485) 
SATA - 1 * SATAIII (6.0Gb/s) 
mPCIe - 1 (full size, shared with mSATA), 1 (half size) 
Parallel - 0 
mSATA - 1 (shared with mPCIe) 
M.2 - 0 
 



 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

MECHANICAL DRAWING 

GPIO - 1 (8 bit) 
Chassis intrusion - 1 
Audio Header - 1 
SMBUS/ I2C - 1 
AT mode - 1 
TPM - 1 (on board option) 
Others - 0 
Watchdog Timer 
Output - From Super I/O to drag RESETCON# 
Interval - 256 segments, 10sec…255min 
Power Requirements 
Input PWR - +9~24V DC-in 
Power On AT/ATX Supported 

-AT : Directly PWR on as Power input ready 
-ATX: Press Button to PWR on after Power input ready 

Certifications 
Certifications - CE, FCC, RoHS, REACH 
Environment 
Temperature - Operating: 0 °C ~ 60°C 
 
 

- Storage: -20°C ~ 85°C 
Warranty 
Warranty - 2 Years Limited Warranty 
Packing 
Packing -Net Weight: 

-Gross Weight: 
-Color Box dimension: 
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LED Backlight Options 
Introducing LED backlight options for monitors for energy efficiency and a brighter screen. 

VIDEO Input Options: 

For Video inputs options: 

 DVI, DVI+HDMI, SVideo+AV, SVideo+AV+DVI, AV+Looping, DVI+AV+Looping, HD-SDI, BNC(PAL/NTSC) 
 
Optical Bonding Options 

- Optical Bonding provides the best reduction of ambient light washout of any commercially 
available   enhancement technology. 

- Optical Bonding has a lower cost than most other competing technologies. 
- Optical Bonding offers superior ruggedization, enhancing the display durability under vibration, 

shock and other environmental extremes. 

RS-232 Remote Control Options 
Remote Control Protocol: Command Code to set system 

9-36V DC Input Options 
iTech offers a selection of DC input from 9V to 36V 

Light Sensor and Motion Sensor Options 
iTech LCD offers Light and Motion Sensor 

Privacy Filter 
Front Glass Options: 

- Anti Reflective AR Glass 3mm 
- Anti Reflective AR Glass 6mm Vandal-Resistance 
- Anti Reflective AR Glass 8mm Vandal-Resistance 
- Anti Glare AG Glass 3mm 

 

LCD OPTIONS 


