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 IPS Wide Viewing Angle 
 Bezel-Free Design 
 IP65 Front Bezel 
 IP66 Front Bezel Compliant 
 VGA/DP/HDMI 
 USB Port for Touch 
 DC 12V Power Input (Optional DC9~36V) 

FEATURES: 

Max. Resolution 1280*800 

Contrast Ratio 800 : 1 

Max. Color 16.7 M 

Luminance (cd/m2) 1000 nits 

Optional backlight 1500 nits 

View Angle 85/85/85/85 

Touch Screen 10.1" P-cap USB interface 

Power Input DC 12V with DC 12V adapter 

Mounting 
by 3-Pin Terminal Block 

Panel Mount 

VESA Mount 75x75/100x100 

Operating Temp -40 ~ 80 °C / -20 ~ 60 °C 

Storage temp -40 ~ 80 °C / -20 ~ 60 °C 

OSD Function 

1. Power 

2. Backlight Up 

3. Back light Down 

4. Home 

5. Status switch 

6. LED for Day, Noon and Night status 

(Optional Only for ECDIS) 
 

SPECIFICATIONS: 

*Specifications subject to change without notice, not responsible for typographical errors. 

10.1" 1280*800 1000nits Bezel-Free P-cap Monitor with Front Side 
IP65/66, VGA/DP/HDMI, Panel Mounting Kits, Power 
Input DC 12V and Operating Temp -40 ~ 80 °C 

 

MODEL: LPMW1010HB-PCAP 

BEZEL FREE P-CAP MONITOR 

 Optional 256 Levels Dimming 
 Optional OSD in Front Right Side 
 Optional IEC-60945 Compliance 
 Optional 1000~1500 nits High Brightness 
 Optional M12 Metal Connector Backside OSD Buttons 
 Optional Anti-UV / Irradiation 
 Optional Color Calibration / ECDIS 

OPTIONS: 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

MECHANICAL DRAWINGS 
This is subject to change without Notice. Final Drawings Will be Provided for Approval after Order. 
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