
EPMS Stainless Steel Series Ordering Information 

EPMS840 8.4" 220cd/m2 LCD Monitor with VGA, Stainless Steel Front Panel,RoHS

EPMS840-DC 8.4" 220cd/m2 LCD Monitor with VGA and 9-36V DC Input, Stainless Steel Front Panel,RoHS 
EPMS840-T 8.4" 220cd/m2 LCD Monitor with VGA, Stainless Steel Front Panel,W/8.4" Touch Screen,RoHS 
EPMS840-DCT 8.4" 220cd/m2 LCD Monitor with VGA and 9-36V DC Input, Stainless Steel Front Panel,W/8.4" Touch Screen,RoHS 
EHPMS840 8.4" 450cd/m2 High Luminance LCD Monitor with VGA, Stainless Steel Front Panel,RoHS 
EHPMS840-DC 8.4" 450cd/m2 High Luminance LCD Monitor with VGA and 9-36V DC Input, Stainless Steel Front Panel,RoHS 
EHPMS840-DCT 8.4" 450cd/m2 High Luminance LCD Monitor with VGA and 9-36V DC Input, Stainless Steel Front Panel,W/8.4" Touch Screen,RoHS 
EHPMS840-T 8.4" 450cd/m2 High Luminance LCD Monitor with VGA, Stainless Steel Front Panel,W/8.4" Touch Screen,RoHS 
EPMS1040 10.4" 230cd/m2 LCD Monitor with VGA, Stainless Steel Front Panel,RoHS 
EPMS1040-DC 10.4" 230cd/m2 LCD Monitor with VGA and 9-36V DC Input, Stainless Steel Front Panel,RoHS 
EPMS1040-T 10.4" 230cd/m2 LCD Monitor with VGA, Stainless Steel Front Panel,W/10.4" Touch Screen,RoHS 
EPMS1040-DCT 10.4" 230cd/m2 LCD Monitor with VGA and 9-36V DC Input, Stainless Steel Front Panel,W/10.4" Touch Screen,RoHS 
EHPMS1040 10.4" 400cd/m2 High Luminance LCD Monitor with VGA, Stainless Steel Front Panel,RoHS 
EHPMS1040-DC 10.4" 400cd/m2 High Luminance LCD Monitor with VGA and 9-36V DC Input, Stainless Steel Front Panel,RoHS 
EHPMS1040-T 10.4" 400cd/m2 High Luminance LCD Monitor with VGA, Stainless Steel Front Panel,W/10.4" Touch Screen,RoHS 
EHPMS1040-DCT 10.4" 400cd/m2 High Luminance LCD Monitor with VGA and 9-36V DC Input, Stainless Steel Front Panel,W/10.4" Touch Screen,RoHS 
EPMS1210 12.1" 400ccd/m2 LCD Monitor, Stainless Steel Front Panel,RoHS 
EPMS1210-DC 12.1" 400cd/m2 LCD Monitor, Stainless Steel Front Panel,9-36V DC input,,RoHS 
EPMS1210-T 12.1" 400cd/m2 LCD Monitor, Stainless Steel Front Panel,W/12.1" Touch Screen,,RoHS 
EPMS1210-DCT 12.1" 400cd/m2 LCD Monitor, Stainless Steel Front Panel,W/12.1" Touch Screen,9-36V DC input,RoHS 
EHPMS1210-TU 12.1" 400cd/m2 LCD Monitor, Stainless Steel Front Panel,W/12.1" USB Touch Screen,,RoHS 
EHPMS121O-DCTU 12.1" 400cd/m2 LCD Monitor, Stainless Steel Front Panel,W/12.1" USB Touch Screen,9-36V DC input,RoHS 
EPMS1500 15" 350cd/m2 LCD Monitor, Stainless Steel Front Panel,RoHS 
EPMS1500-DC 15" 350cd/m2 LCD Monitor, Stainless Steel Front Panel,9-36V DC input,RoHS 
EPMS1500-T 15" 350cd/m2 LCD Monitor, Stainless Steel Front Panel,W/15" Touch Screen,RoHS 
EPMS1500-DCT 15" 350cd/m2 LCD Monitor, Stainless Steel Front Panel,W/15" Touch Screen,9-36V DC input,RoHS 
EHPMS1500-TU 15" 350cd/m2 LCD Monitor, Stainless Steel Front Panel,W/15" USB Touch Screen,RoHS 
EHPMS1500-DCTU 15" 350cd/m2 LCD Monitor, Stainless Front Panel,W/15" USB Touch Screen,9-36V DC input,RoHS 
EPMS1700 17" 300cd/m2 LCD Monitor, Stainless Front Panel,RoHS 
EPMS1700-DC 17" 300cd/m2 LCD Monitor, Stainless Front Panel,9-36V DC input,,RoHS 
EPMS1700-T 17" 300cd/m2 LCD Monitor, Stainless Front Panel,W/17" Touch Screen,,RoHS 
EPMS1700-DCT 17" 300cd/m2 LCD Monitor, Stainless Front Panel,W/17" Touch Screen,9-36V DC input,RoHS 
EHPMS1700-TU 17" 300cd/m2 LCD Monitor, Stainless Front Panel,W/17" USB Touch Screen,,RoHS 
EHPMS1700-DCTU 17" 300cd/m2 LCD Monitor, Stainless Front Panel,W/17" USB Touch Screen,9-36V DC input,RoHS 
EPMS1900 19" 300cd/m2 LCD Monitor with VGA and DVI-D input, Stainless Steel Front Panel,RoHS 
EPMS1900-DC 19" 300cd/m2 LCD Monitor with VGA and DVI-D input and 9-36V DC Input, Stainless Steel Front Panel,Silver Color,,RoHS 
EPMS1900-T 19" 300cd/m2 LCD Monitor with VGA and DVI-D input, Stainless Steel Front Panel,Silver Color,W/19" Touch Screen,RoHS 
EPMS1900-DCT 19" 300cd/m2 LCD Monitor with VGA and DVI-D input and 9-36V DC Input, Stainless Steel Front Panel,W/19" Touch Screen,RoHS 
EHPMS1900-TU 19" 300cd/m2 LCD Monitor with VGA and DVI-D input, Stainless Steel Front Panel,W/19" USB Touch Screen,RoHS 
EHPMS1900-DCTU 19" 300cd/m2 LCD Monitor with VGA and DVI-D input and 9-36V DC Input, Stainless Steel Front Panel,W/19" USB Touch Screen,RoHS 
EPMS1210-WT 12.1" 400cd/m2 LCD Monitor,Aluminum Front,-30- 70°C Operation Temperature, RoHS 
EPMS1210-WTT 12.1" 400cd/m2 LCD Monitor,Aluminum Front,W/12.1 " Touch Screen, -30~70°C Operation Temperature RoHS 
EPMS1210-WTTU 12.1" 400cd/m2 LCD Monitor, Aluminum Front Panel, W/12.1" Touch Screen, -30~70°C Operation Temperature, USB Touch Screen, RoHS 
EPMS1210-WT-DC 12.1" 400cd/m2 LCD Monitor,Aluminum Front, 9-36V DC Input,-30~70°C Operation Temperature, RoHS 
EPMS1210-WTT-DC 12.1" 400cd/m2 LCD Monitor,Aluminum Front, 9-36V DC Input,-30~70°C Operation Temperature, RoHS 
EPMS1210-WTT-DCTU 12.1" 400cd/m2 LCD Monitor,Aluminum Front, 9-36V DC Input,-30~70°C Operation Temperature, USB Touch Screen, RoHS 
EPMS1510-WT 15" 350cd/m2 LCD Monitor,Aluminum Front,-30- 70°C Operation Temperature, RoHS 
EPMS1510-WTT 15" 350cd/m2 LCD Monitor,Aluminum Front,W/15" Touch Screen, -30- 70°C Operation Temperature, RoHS 
EPMS1510-WTTU 15" 350cd/m2 LCD Monitor, Aluminum Front Panel,W/15" Touch Screen, -30- 70°C Operation Temperature, RoHS 
EPMS1510-WT-DC 15" 350cd/m2 LCD Monitor,Aluminum Front, 9-36V DC Input, -30- 70°C Operation Temperature ,RoHS 
EPMS1510-WTT-DC 15" 350cd/m2 LCD Monitor,Aluminum Front, 9-36V DC Input, W/15" Touch Screen, -30- 70°C Operation Temperature ,RoHS 
EPMS1510-WTT-DCTU 15" 350cd/m2 LCD Monitor,Aluminum Front Panel, 9-36V DC Input, W/15" Touch Screen, -30- 70°C Operation Temperature, USB Touch Screen ,RoHS 




