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42" (16:9) IR touch overlay, Dual-touch version. 3mm tempered 

glass is incl. designed with glass mounting and adjustable 
hanger. OS supported Windows / Linux / Mac. USB2.0/HID 

M o d e l : E IRMT-42 

EIRMT-42 is based on Infrared (IR) technology. It is an intelligent touch screen for clear and crisp image, 
designed for rugged applications. It supports many kind of operation system such as Windows / Linux / Mac. 

Features 
Single / Multiple touch operation 
Anti-light operation 
100% light transmission (protection panel is optional) 
Long-lasting 
Most reliable and latest touch screen technology 
Nearly all kinds of stylus materials can be employed 
Splash water proof (optional) * For EIRMT-42 -WG90 / WG92 
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Applications I 
Hospital ope ra t i ng rooms 1 
In terac t ive b i l lboard ■ 
M e d i c a l a n d manu fac tu r ing appl icat ions 
Kiosks 
Ticket ing m a c h i n e 

Specification 
Mechanical 
Input Method Finger or gloved hand or opaque object 
Outside dimension 999 ×592.9 × 15 mm 
Active Area 932.3 × 526.2 mm 
Housing Aluminum frame in black color 
Glass size 951.3 × 545.2 × 3 mm 
Touch Characteristics 
Touch Activation Force No minimum force 
Resolution 4096 x 4096 
Response Time Touch : 25ms 

Drawing : 10ms 
Minimum touch object 7mm 
Power Consumption 380 mA 
Environment 
Temperature Operating: -20 to 70ºC / -4 to 158 ºF 

Storage: -40 to 85ºC / -40 to 185 ºF 
Relative Humidity Operating: 90% non-condensing at max 40 

Storage: 90% non-condensing at max 40 
Operating Voltage DC 5.0V(From USB). 
Electrostatic Protection Air 8KV discharge / Contact 4KV discharge 
Optical 
Light transmission 3mm glass : Transparence 92% ~ 98% 

No glass : Transparence 100% 
System 
Driver O.S. support Windows/ Linux / Mac 
Controller On Flat (no extra board) 
Controller Interface USB 2.0/HID 
Certification 
Agency approvals CE, FCC class B 
Durability 
Glass overlay Surface durability is that of glass. Mohs’ Hardness rating of 7 

Warranty 1 years limited warranty 
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Figure: the structure of IR touch screen 

Option: 
The Glass Size: 951.3 × 545.2 mm 
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EIRMT Kit Mounting Quick Guide_G2 
1. Accessories package : 

P □ □ 
SIZE EIRMT24-37" EIRMT42-47" EIRMT52-65" 

Item Description Picture Qty Qty Qty 

1 IIanger If *J I set(6 pes ) 1 set(6 pes ) I set (6 pes ) 

2 
Rubber Pad 
21(2 mm)*25*25 mm 

■■ ■■ 4 pes 4 pes 4 pes 

3 
Rubber Pad 
3T(3 mm)*25*25 mm 

■■ ■■ 4 pes 4 pes 4 pes 

4 3M Dual Lock pad 
■■ 
r-3 4 pes 4 pes 4 pes 

5 Adapter DC 5.5V 2.0 A 0 0 1 5 Adapter DC 5.5V 2.0 A «fe 0 0 1 

6 Screw size 3*8 mm 
(For mounting hangers) 

* ' 

4+2 pes 
(2 pes for backup used) 

4+2 pes 
(2 pes for backup used) 

4+2 pes 
(2 pes for backup used) 

7 
Truss Screw size 4 *6 mm 
(For mounting A.B.C 
hangers) h 8+2 pes 

(2 pes for backup used) 
8+2 pes 

(2 pes lor backup used) 
8+2 pes 

(2 pes for backup used) 

8 
Snap Rivet 
(For middle part l-shape 
shield adhering used) 

> 

1> 2 pes 4 pes 4 pes 



2. Hanger Mounting: 
1. There arc several fixing holes behind the A and B side of upper frame. 

Please adjust the hanger for suitable and desired position and lighten up with 3*8 mm screws (as Fig. 1). 

Fig.l 

3. Mounting Securing and Stabilizing: 
2. The provided Rubber Pads have three different types (2T and 3T); The recommended type 2T Rubber Pads should be added 

to the rear side of frame to prevenl ihe scratching on the surface of display housing; add the VELCRO pads to the hangers, upper 

and lower part of the rear frame to secure the mounting (Fig. 2). (Note: Adjust the gap by using different type of Rubber Pads 

(2T and 3T) to prevent the frame from moving.) 
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Fig. 2 



4. Hanger Adjustment: 
3. Put the EIRMTon L.ED (or Plasma) display, then add on Hanger B (as Fig.3). 

Please adjust the hanger for suitable thickness and desired position and tighten up the 4*6 mm screws. 

If you would like to adjust thickness as more flexibility, you may add Hanger C and lighten up by 4*6mm screws (Fig.3.1) 

Fig. 3 

Fig.3.1 
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