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20.1" Rugged Panel PC, Intel i5-2410M  Core 2 Duo 2.7G
 
GB Memory 120GB SSD  Touch, DVI, HDMI, 2 LAN, 6 COM, 6 USB, PS2,  
Audio, Speakers, DC, AC 90~264V,Windows 7 Pro 32bits 
Designed to meet MIL-STD-810F standard Meet CE/RoHS standard 

Model: NPM-2010-i5 

• 20.1” TFT LCD 
• 1600 x 1200  resolution  
• 300 cd/m2 brightness 
• Designed to meet MIL-STD-810F standard Meet CE/RoHS standard 
• IP-65 Water-resistant at the front side  
• 5-Wire Resistive Touch 

RUGGED MILITARY PANEL PC 

MECHANICAL: 



LCD Display Grade 
LCD  Size 20.1” Active Matrix TFT LCD 
Resolution 1600 x 1200 
Aspect Ratio 4 : 3 standard ratio 
Luminance 300 cd/m2 
Color Depth 16.7 M colors) 
Contrast Ratio 800 : 1 (typical) 
Backlight life 50,000 Hours at 25°C  ambient temperature 

Touch Screen  
Touch Screen 20.1” 5-Wire Resistive Touc 
Resolution 4096 x 4096 ultra high resolution 
Military-grade High Quality Mainboard 
Mainboard Grade Military grade high quality motherboard 
Chipset Intel newest QM77 chipset 
CPU Optional Intel i3/i5/i7 CPU 
System Memory Support pp to 16GB 
HDD Bay Dual slim  HDD bay 
SSD (Option) Optional 
RAID Server Support RAID 0, 1, 5 server function 
I/O Interface 
VGA Port 1 VGA port  support digital high definition video 
HDMI Port 1 HDMI support High Definition video & audio 
Display Port Intel QM77 support 3 independent Displays 
Graphics Chip Intel® GMA 3000 graphics chip 
DVMT Technology Support Dynamic Video Management Tech. 
Video RAM 1.5GB video RAM when RAM is 4G  up DDR3 
LAN Dual Giga bit LAN support 10/100/1000 Mbps 
COM (Serial) 6 COM Ports 
USB 2.0 Port 4 x USB2.0 
USB 3.0 Port 2 x ultra high speed USB3.0 
PS2 Port 1 PSS2 port  support Keyboard and  Mouse 
Audio In-Out Port Audio-in and  Audio-out Ports 
Speakers Built-in 2 loud speakers 
Power connector Military circular lockable tight connector 
Digital I/O (option) Optional 4 Digital Input and  4 Digital Output 
Expansion Slot  
PCI-E Slot 1 PCI-Express x16 expansion slot 

Mini PCI-e slot 1 Mini PCI-express slot 

SATA-II Slot 2 x SATA-II slot 

SATA-III Slot 2 x SATA-III ultra high speed slot 

3 Independent Display and Server RAID 
3 Displays This Panel PC  supports 3 independent 

displays 
Video RAM at 4G 1.5GB video memory when RAM is 4G  

DDR3 
Server RAID This PPC supports Server RAID 0, 1, 5 

function 
Mechanical 
Front Bezel Solid aluminum front bezel 
Construction Rugged steel construction 
Mounting Method 
Mounting Solid aluminum front bezel 
Construction Rugged steel construction 
Mounting Method 
Mounting Support Panel-mount and Quick mount 
Wall-Mount Support VESA-100 Wall mount 
IP-65 Rating 
Front Side I/O IP-65 Water-resistant at the front side 
Port Side Military IP-42 at the  I/O  port side 
Connector Optional military circular connectors at 

your request 
Power Adapter 
DC Power Source DC 12V Power source 
DC9~36V Optional DC9~36V available at extra cost 
AC  Power Source External AC  adapter support AC  90 ~ 264V 
Safety Approval Power adapter is UL, CSA, TUV Approval 

Environmental  
Operate Temperature 0°C to +50°C 
Storage Temperature -20°C ~ +60°C 
Shock / Vibration Designed to meet MIL-STD-810F standard 

Meet CE/RoHS standard 
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