
  
 
 
 
 
 
 
 
 
 
 
  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Specifications 

17” with optical bonding (Moisture Prevention) 

Mechanical Drawings: 

*Due to Panel material's deviation, different panel supplier will set different specific variance range to optical characteristics.  
The factors of time used, Lamp current, Ambient temperature will influence the optical measurements. 

Model Name WCH1700M1OB-IP 
Viewable Size Image 17" 
Active Display Area(mm) 337.92 (H) x 270.34 (V) 
Pixel Pitch(mm) 0.264 (H) x 0.264 (V) 
Number of Pixels 1280x1024 
Contrast Ratio 800:1(typ.) 
Display Color 16.7M(6bit+FRC) 
Brightness(cd/m ) 300(typ.) 
Viewing Angle(CR>=10) -80~80(H);-80~80(V)(typ.) 
Synchronization Range 
Horizontal/Vertical 

31.5~80.0KHz / 60~75Hz 

Recommended Resolution 1280x1024@60HZ,75HZ 
Signal Connector 15 pin D-Sub 
I/O 3 pin Power cable(IP65 connector);  

10 pin VGA cable (IP65 connector);  
Optional 10 pin RS232 or USB cable(IP65 
connector) 

Power Source DC 12V
Power Consumption 32W typical, normal operation
Power Management VESA DPMS Compliant 
Plug & Play VESA DDC 1/2B 
Optional Touch Screen Resistive 
Optional video YES 
protection glass 
(optional, reflection rate<0.5%) 
 

YES(either touch or glass is a must)
 



 

 
 
 
 
 
 
 
 
 
 
 
 
 

I/O Layout: 

IP65 Cable/Pin Define: 

i-Tech Company LLC 
TOLL FREE: (888) 483-2418 • EMAIL: info@i-techcompany.com  • WEB: www.iTechLCD.com  

Cable list: 
LCD IP65 connector PC side IO type 
Power cord 3pin Female(2.5 fai) 
USB(optional) 10pin Male(type A) 
RS232(optional) 10pin Female(D-sub 9) 
VGA 10pin Male(D-sub 15) 


