
 

LCD Optional Spec:  
Active Display Area 697.68mm(H) X392.26mm (V) 
Pixel Pitch 0.51075mmx0.51075mm 
Number of Pixels 1366x768 
Contrast Ratio 800:1 
Display Color 16.7M(8bits/color) 
Brightness (cd/m2) 625 
View Angle (CR>=10) -85~85(H); -85~85(V) 
General:  
Storage Media CF(512MB Optional with bigger 

capacity) (Need to be Linux ext2 
format) 

Content Update Ethernet/WLAN/USB flash drive 
VESA Mounting Yes 
Mechanical Chassis 
Content:  
Video Format Support MPEG1, MPEG2, MPEG4 
Graphic Forma Support JPEG, BMP 
Text Banner Variable scrolling speed and 

position Support 
: 
 
 
 Outdoor readability:  
 Ambient light (nit) 

 Brightness gain  

   
Brightness 
measure angle  

10,000 30,000 80,000 

(B L 0n)(nit) 
35 625 750 950 

Reflectance 
(net)(%) 

 0.85% 0.7% 0.65% 

 

Input / Output:  
Audio Output 2 x 2W speakers 
Network connection 
Ethernet LAN 

1 x RJ45-10/100/Mbps 

Environment Considerations:  
Operating Temperature: 0 to 50 
Humidity:  5-85%@50 
Power specifications:  
Power Adapter: 24V DC in 
Power Consumption: Approx: 150W 
Power Source: AC100~240V, Universal, 10% 
Available Options:   
RS232 x 1 
miniPCI for 802.11 b/g WLAN 



 


