
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Industrial MOTHERBOARD 

Model: MB011-6700T 

FEATURES HIGHLIGHT 

 Thin Mini-ITX form factor 
 Supports 7th / 6th Generation Intel® Core™ Processors 
 Intel® H110 
 2 x DDR4 SO-DIMM slots, up to 32GB 2133MHz 

 

SPECIFICATIONS 
Processor System 
Dimension 170W x 170D (mm) 

CPU Supports for Intel Core i7/i5/i3/Celeron 
Core Number (By CPU Max 4) 
Max Speed (By CPU) 

L3 Cache (By CPU) 
Chipset H110 

BIOS UEFI 

Expansion Slot 
1 x M.2 slot: 
- M-key 
- SATA 6Gb/s or PCIe 2.0 x4 
signal 
-  Supports NGFF-2260/2280 

1 x M.2 slot: 
- E-key 
- PCIe 2.0 x1 signal 
- Supports NGFF-2230 cards 

Memory 
2 x DDR4 DIMM sockets supporting up to 32 GB of system memory  
Dual channel memory architecture 33 MHz memory modules  
Support for DDR4 21 

 
Graphics 
Controller Intel® Gen9 Intel Graphics DX 11/12, 

OGL4.3/4.4 VRAM Shared Memory 

VGA Supports max. resolution 1920 x 1200 

LVDS Dual channel 24-bit co-lay with eDP, 
max resolution 1920 x 1200@60Hz 

HDMI Supports HDMI 1.4a, max resolution  
4096 x 2160@30Hz 

DVI No 

Display Port 4096 x 2304 @ 60Hz 
Multi Display Yes (Dual Display) 

Ethernet 
Interface 10/100/1000 Mbps 

Controller 1 x Intel i210  
1 x Intel 219V 

Connector 1 x GbE LAN port (Realtek RTL8111HS-CG) 
SATA 
Max Data Transfer 
Rate 

2 x SATA 6Gb/s ports 
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Rear I/O 
VGA 0 

HDMI 1 
DVI-I/D 0 
Display Port 1 

Ethernet 1 
USB 4 x USB 3.0 

Audio 2 (Mic-in, Line-out) 
Serial 0 
e-SATA 0 

PS/2 0 
Internal Connector 

1 x 12V power connector 1 x Front panel header 

2 x SATA 6Gb/s ports 1 x Front audio header 

1 x SATA power connector 1 x Digital microphone header 

1 x LVDS 18/24bit connector 1 x Backlight switch header 

1 x CPU fan header 1 x FPD header 

1 x System fan header 1 x LCD selection jumper 

3 x USB 2.0 headers 1 x Clear CMOS jumper 
 1 x COM (RS-232) 
 
Watchdog Timer 

Output From Super I/O to drag RESETCON# 

Interval 256 segments, 0,1,2…255sec/min 
Power Requirements 

Input PWR 12V / 19~24V DC-in (DC Jack / 4-pin ATX PWR 
Con) Power On AT/AT X Supported 
AT : Directly PWR on as power input ready 
ATX : Press button to PWR on after power input 
ready Environment 

Operating 
Temperature 

0°C – 50°C 

 

 1 x GbE LAN port (Realtek RTL8111) 
 Triple display ports: HDMI, DisplayPort, LVDS 
 2 x M.2 slots 
 2 x SATA III 6Gb/s ports 


