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Solutions for Remote Network Management

NBB-1600
Network Boot Bar

Web Browser Based "Zero U" Power Control

Control Power on Any AC
Powered Device ...

Via Web Browser,

Telnet, Modem or Local
Terminal

Applications:

Remote Power Management and
Control

Reboot Servers, Routers,
Gateways, Network Switches and
Other Remote Devices

Features:

Web Browser Access for Easy
Setup and Operation

Encrypted Password Security
Sixteen (16) Individual Outlets

On / Off /| Reboot Switching
Easily Mounts to Equipment Rack
Power-Up Sequencing

Dual 15 Amp Power Circuits
Total 30 Amps Maximum Load

IP Addressed, 10Base-T Interface
RS232 Modem / Console Port
Network Security Features

Manual Power Control Button
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Servers, routers, and other electronic
equipment sometimes "locks-up," often
requiring a service call to a remote site just to
flip the power switch to perform a simple
reboot. The NBB-1600 Network Boot Bar gives
you the ability to perform this function from
anywhere, just point your browser to the
NBB-1600's IP address, enter the secure user
name and password, and you're just a click
away from remote power On, Off or Reboot!

EQUIPMENT RACK NEB-1600
HAGI WUUZL '—"_i
35;;*1_.;1_-1 § = |7
SEHVEHES. o [
SERVER 3 -—r_//:_t
HL) H e ([
""I:J_J'_r:;-' 2 '_/—_IZ o
HOUTERNG f;: -
ETHERNET S| J_F .
ETHERNETISIE _/—'—t "
. ETHERNETISW3! _/—lﬁ i
fi EE |
ATl SYEreH 2 _—/F—:': 5
RTENC e J—t i
IR _/—_—t :
L0 j .y

EATEWAY: SO

ﬁ Terminal
@ 8

Dual 15 Amp Power Inputs
(30 Amps Total Load)
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