MON3-3 is a triple 5.6 LCD color

PANORAMAdtv, the video division of Wohler Technologies, Inc. NGO A

has 3 composite video inputs (NTSC
v = and PAL autosensing). Each BNC
composite video input has a passive

loop-through and a 75 ohm termination

Gompact Dual-Standard Triple 5.6” LGD Golor Monitor switch. The high quality LCD chassis

$00Z ‘71 Aipnuof

offers adjustable viewing angles for
efficient operator viewing.

Optional field-installable SDI modules
may be added (one per LCD screen),
each one provides an SDI video input
channel with a reclocked SDI video
output and a converted composite
video output. The SDI Module also
offers color bars with a rear-panel
switch.

Optional field-installable additional
MONM Mmshg/Wi @ iy0\ 1) e o) ‘ composite video input with passive
Video Monitor  tauy  a ik ™1 coL saT @t ; loop-through may be ordered provid-
ing a A/B switching facility with front
panel control. Optional RGB input

Feature S_- with synch. on green is now also

available.
Triple 5.6” LCD Color Video Monitor e ;
. . . Built-in Red/Green tally lights from
Adjustable Screen Angle for Efficient Viewing DB25 connector on the rear panel
Three Composite Video Inputs with Loop-Though can be interfaced to most tally

Optional Additional Composite Inputs for A/B Switching (Optional Remote Capability) A ont

panel trim pot controls for Color,
Optional (Field Installable) SDI Input Module With reclocked SDI and Converted Analog Monitoring Outputs Tint/Hue, Brightness and Contrast.
RGB Inputs available as an Optional Extra RN el e

Mix & Match Analog and Digital Video Inputs video monitoring of multiple video

Front Panel Trim Pot Control for Color, Tint/Hue, Contrast And Brightness (e O IREIE.S) (R

” . . transmission control rooms,
Compact 3U, 9” Deep and Lightweight duplication and post production

Dual Standard NTSC/PAL Auto-Sensing With Front Panel Indication applications. Built and rigorously
. d in the USA, the MON3-3 is
Red/Green Tally Lights et ¥
o o / . Y He backed by a strong warranty and a
Minimal Power Dissipation for a Low Operating Temperature “Satisfaction Guaranteed” return poli-

Low Power Consumption 97
Front Panel A/B Switching with Remote Capability

¢ . .
I TECH Internal Universal AC Mains Power Supply
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Video input termination . . .. ...... selectable 75 ohm termination
Rga Pan gl- Videooutput . ................ 3 loop-through composite video outputs, | per screen
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47/63Hz cves cves cves cves cves cves
LX) 3A 2A 1A Aspect ratio .. ................ 4:3
Ly E S —— LCD active area 113.3 x 84.7mm
e e e e el D mometa === .. : :
(650} 550 3676 FAX (550, 3 Ryom,  EmEmemm e ) s e
wooEL Picture controls ;. s s ;5 wwnd brightness, chroma, tint & contrast
- RS Resolution (dots x lines) ......... 960 x 234
(e Composite Video Input  (———e———— 75 0hm I
] .
Loop Through Output E+Tegw;$°"* T SricHTNERS _— Disp ay Driver Dotpitch . ..., 0.118 x 0.362mm
GOLOR  CONTRAST ndication®
o PICTURE CONTROLS Color configurationeE e R e S P RGB stripe
" 16D 2 Composite Video Input  [H——e—— 75 9“'!‘ i) M TFT
Loop-Through Output [ el o Disp ay Driver CD Screen Viewing angle ... .............. top=10°, bottom=30°
GOLOR  CONTRAST ndication® left=45°, right=45°
Composite Video Input  [(S———s——— 75 Ohi LCILHECONTHOLE
A ! i Controstrolio . . . .. < v v 150 (typ.
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: GOLOR  CONTRAST ndication Brightness . :csvsunnsnspmmes 300 NITs (cd/m ™ 2)
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m P —— AT Switch ® Display Driver Chassisitype: « <« s = s« 5 5 5 5 & 5 G 3U, 19” rack mounting (EIA-310D)
l\ T N LatETHGEH O B Termination Tally COLOR  CONTRAST . . .
3 00p-Through Output [=—=""syjch indioation® One Screen with MAV-2 add-on optional extra Dimensions (HxWxD) .. ......... 19 x7.125 x 5.2" (483 x 132 x 181 mm)
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g% > Composite Video Input [=5—=— 75 Ohm Weight .................o0 12.31bs (5.6ke)
82 2 Termination PICTURE CONTROLS
-B Loop-Through Output (4 Switch -~ Front Panel LcD Power consumption . . ........... 23W
(b ¥ Composite Video S ® @ @ DspayDier
Output From SDI o L0 S CONTHATE Power supply ................. 100 to 240VAC, 50/60Hz, universal input
0 .
et T CE & UL approved internal power supply
SDI Video Input C5—=— Gonverter Color Bar
Tall
N Reclocked SDI Output [5—= Indica{ion. CEETD One Screen with MSDI-1 add-on opt onal extra
m Compos te Video Input (5—=— 75 Ohm 0} tl 0 n 3 I EH tl 3 S
Termination
Loop-Through Output [H—e— s PICTURE CONTROLS X o
m H Sl Fm"‘:/;a"e'__ LcD SDI Option - MSDI-1 . .......... Field installable MSDI-1 board, SDI (ITU-R 601)
RGB Input- R o - TINT (Composte) BRHTNESS ™ Display Dr ver input, reclocked SDI output, composite output of SDI
COLOR (Comp) ~ CONTRAST input, SMPTE color bar switch - use one | MSDI-1
RGB Input - G [H—=— RGB
Input per screen.
RGB Input - B = Tally
laly o . "
Indication Unit with RGB add-on optiona extra
- e i A/B Switching Option - MAV-2 . . . .. Second composite input with composite loop-through.
Each screen may have either the MAV-2 or the MSDI-
I option, but not both - use one | MSDI-I per screen.
©
|--I-ECH RGB Option Board e SEs s Optional RGB video input, synch. on green
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