INDUSTRIAL HIGH BRIGHTNESS LCD

IP65 Front Flush Mount (Aluminum 6mm), 17.3" LCD monitor, 1920 x 1080, LED,
1000 nits, Front Middle OSD membrane with "Up" and "Down" to Control

Brightness directly. DC 9-36V input

Model: YFMW1730HB

FEATURES:

¢ Sunlight Readable.

¢ 17.3” Full-HD TFT LCD with resolution up to 1920x1080.
« Suitable for military, tablet, ruggedized PC, kiosk, advertising, POS, marline, fransportation,

gaming, gas pump.

SPECIFICATIONS

Panel Type

17.3-inch TFT LCD

Screen Diagonal

17.3-inch

Active Display Area (mm)

381.888 (H) x 214.812 (V)

Pixel Pitch (mm)

0.1989 (per one triad) x 0. 1989

Number of Pixels

1920 x 1080

Contrast Ratio

600:1

Display Color

16.7M colors (RGB 6-bit data + HIFRC data)

Brightness (cd/m)

1000 cd/m (Without Touch Screen)

Viewing Angle(Typ.)

80 /80/60 /80 (R/L/U/D)

Signal Connector

15 PIN D-Sub,DVI-D,HDMI

Power Source DC 9-36V
Power Management VESA DPMS Compliant
Operating Temperature 0~ +70°C
Storage Temperature -20 ~ +70°C
Plug & Play VESA DDC 1/2B
Transparency > 85% (typ.)
Hardness of surface 7H
Linearity +1.5%(max.)
IP Front IP65
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Mechanical Drawing
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VGA SIGNAL INPUT L DC 9-36V POWER INPUT ( TERMINAL BLOCK)
DVI SIGNAL INPUT ———— L DC 12V POWER INPUT (DC JACK)
HDMI SIGNAL INPUT
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