Metal Housing High Brighiness LCD

Industrial Open Frame Metal Housing High Brightness
20.1" Open frame / 1600x1200 / 500nits / VGA+DVI+HDMI / Rear OSD / 12V

Input with external Power adapter AC100 ~ 240V, Universal +/- 10%

Model: YOP2000V1

FEATURES:

¢ Sunlight Readable.
¢ LED Backlight.

¢ 20.1” SXGA TFT LCD with resolution up to 1600 x 1200
 Suitable computer and Office equipment, Communications equipment, Test and Measurement equipment,
Machine tools, Industrial robots, Audio and Visual equipment.

SYSTEM SPECIFICATIONS

Panel Type

20.1-inch TFT LCD

Screen Diagonal 20.1-inch

Active Display Area (mm) 408.0 (H) x 306.0 (V)

Pixel Pitch (mm) 0.255x0.255

Number of Pixels 1600 * 1200

Contrast Ratio 800:1

Display Colour 16.7M (8-bif)

Brightness (cd/nr) 500 cd/mt

Viewing Angle(Typ.) 89 /89 /89 /89 (R/L/U/D)
Signal Connector VGA+DVI+HDMI

Power Source

AC100 ~ 240V, Universal +/- 10%

Power Management

VESA DPMS Compliant

Operating Temperature

0~ +50°C

Storage Temperature

-20 ~ +60°C

Plug & Play

VESA DDC 1/2B

MECHANICAL DRAWINGS:
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i-Tech Company LLC
TOLL FREE: (888) 483-2418 » EMAIL: info@itechlcd.com ¢ WEB: www.iTechLCD.com

Note :
(1) Unit: mm -
(2) Unspecified tolerances are 4 0.5mm.




