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User-Friendly Content Creation and Management

Multi-zone Display: 
iSignager AdDesign/ iSignager AdDesign Pro
The iSignager AdDesign shipped with the iSignager 500A is a complete software solution for content design. 
Different from the fixed template, users can personalize the display layout with IEI’s iSignager AdDesign 
without any limitations.

1. Drag and Drop Layout Design
The iSignager AdDesign layout interface allows users to arrange media zones in a few seconds by drag-and 
drop. No fixed templates to limit user’s creativity

�. Multiple Media Zones 
Display multiple media zones simultaneously on one layout, including pictures, video and banners.

3. Real Time Video-In Support
The iSignager AdDesign supports one video-in display zone to enrich the broadcasting content. The real 
time video input source can either from TV program, surveillance camera or DVR.

 Zone Type Max. zones Presentation Mode Content Format 

Multi media zones

Picture 5 Still, Push Left, Push Right, 
Push Top, Push Down 32-bit color with BMP, GIF, PNG, JPEG

Banner 4 Roll x2 , Crawl x2 Variable scrolling and crawling speed, any position 
Transparent banner background color (PNG, BMP)

Video 1  Video: 
MPEG-1, MPEG-2 MP@HL, MPEG-4 ASP@L5

Digital Clock 1 Seconds, am/pm, 12/24 
hour clock Choice of size, color

Audio Dolby® Digital, MPEG-1 and MPEG-2 Layers I, II and III (MP3) standard, MPEG-2 and MPEG-4 AAC-LC, WMA

Single-zone Display: 
iSignager AdExpress

• Quick and easy content building software
• Single media block display (Picture/ Video)Single media block display (Picture/ Video)
• Various visual effects and animations to attractVarious visual effects and animations to attract 

audience’s attention
• Background music playing is supported

4. Real Time Message/ RSS Feed　                                          * Available on iSignager AdDesign Pro only

The iSignager AdDesign Pro support real time message feeds. The support formats include RSS on the 
website, text and picture.



3

Turnkey Solution

High Stability One-Box SolutionUser-Friendly Content Creation and Management

Complete Box Solution

2. Most Complete Output Configuration
• Equipped to organize high-quality media of video, audio, graphics and banners
• The iSignager 500A ensures maximum freedom of choice in selecting the display monitor. The iSignager 
500A perfectly matches all kinds of monitors with DVI, HDMI, AV-video, S-video, VGA and Component 
outputinterfaces

VGA/DVI

4:3- 640 x 480, 800 x 600, 1024 x 768, 
1152 x 864, 1280 x 960, 1280 x 1024
5:3- 1280 x 768
16:9- 1360 x 768, 1366 x 768
16:10- 1920 x 1200

DVI/HDMI or 
Compoment YPbPr 
(HDTV)

480p (720 x 480), 720p (1280 x 720), 
1080i (1920 x 1080), 1080p (1920 x 1080)

Composite/S-video 640 x 480 (NTSC), 720 x 480 (PAL)

3. iSignager 500A Output Resolution
Output Port Output Mode Resolution

DVI

DVI / VGA Dual 640x480, 800x600, 1024x768, 1152x864, 1280x768, 1280x960, 1280x1024, 1360x768, 
1400x1050,1600x1200, 1920x1200

HDMI 480p(720x480), 720p(1280x720), 1080i(1920x1080), 1080p(1920x1080)

VGA

VGA 640x480, 800x600, 1024x768, 1152x864, 1280x768, 1280x960, 1280x1024, 1360x768, 
1400x1050,1600x1200, 1920x1200

YPbPr 480p(720x480), 720p(1280x720), 1080i(1920x1080), 1080p(1920x1080)

S-Video TV 640x480(NTSC_M), 720x480(PAL_M)

Composite RCA TV 640x480(NTSC_M), 720x480(PAL_M)

Onboard LVDS LVDS 640x480, 800x600, 1024x768, 1152x864, 1280x768, 1280x960, 1280x1024, 1360x768, 
1400x1050,1600x1200, 1920x1200

1. RISC-base Architecture
• High stability: suitable for continual operation
• Low power consumption: economical solution for around-the-clock exhibition
• Streamline metal and plastic case perfectly matches to any interior design
• Auto-play right after power on
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Scalable System Configuration

Powerful Management: iSignager AdMinistrator

With the iSignager AdMinistrator, it is convenient to schedule display contents and manage multiple iSignager 
500A players in one application. Easy-to-understand interface makes the iSignager AdMinistrator a powerful 
management tool to well control your iSignager 500A.

• Multi-Clients & Group Management allows users to classify the players in various locations
• Scheduled sequences transfer allows users to pre-set the time for sequence transferring
• Multi-Sequences Schedule Management on week & month base
• Real Time Message Feed supports text, picture and RSS format
• Login function
• Log file management
• Auto Time Sync with NTP Server

Scaleable System Configuration

Local or Wire Area Network

Action Commands Flow

Data Flow

Local Area Network

AdDesigner A

AdDesigner B

AdDesigner E

AdDesigner F

NAS / FTP

AdMinistrator

Content Design        Management
Delivery

(Load Balance)
Display

NAS / FTP

....

....

iSignager 500A
+ TV

iSignager 500A
+ TV

iSignager LCD

iSignager LCD
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Following

Front

I/O Interface

Video Input Composite RCA x1

Video Output

DVI VESA DVI-I connector x 1, up to 1920 x 1200 @ 60 Hz with the 
H/W scaler

Analog VGA 
(RGBHV or YPbPr)

D-sub 15-pin, 
up to 1920 x 1200

S-Video Mini-DIN 4 pin connector x 1

Composite video RCA x 1

Audio Input R / L channel analog Unbalanced stereo RCA jack x 2

Audio Output R / L channel analog Unbalanced stereo RCA jack x 2

Network
10/100 Mbps RJ-45 x 1

Wireless LAN IEEE 802.11b and 802.11g (iSignager-500AWL only)

USB USB 2.0 High-Speed USB A-type Connector x 2

Power 12 V DC input power adapor, 90VAC-240VAC input @5~60Hz, 45W

System

Storage Interface 2.5” IDE HDD
100 x CF Type I or Type II

Dimensions (WxHxD) 187.2 mm x 46 mm x 133.7 mm

Power Consumption Approx. 8 W

Operation Temperature 0 to 50ºC, Humidity 5 - 90% @ 50ºC

Serial Console (RS-232)

Composite Input

Audio Left / Right Input

DVI

10/100Mbps Ethernet
+12V power

S-Video

Composite Output

Audio Left / Right OutputOutput

VGA (RGB or YAbpr)

USB 2.0 x 2

Power Switch Serial Consel (RS-232)

Compact Flash CardPush open door

Ordering Information

iSignager-500A-R10
Network digital signage player, 10/100M LAN, 2x USB, VGA/S-video/DVI/component output, Silver & Black color, 
RoHS

iSignager-500AWL-R10
Network digital signage player,  wireless, 10/100M LAN, 2x USB, VGA/S-video/DVI/component output, Silver & Black 
color, RoHS

Specifications
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