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Model 

LCD Size 

Max Resolution 

Brightness (cd/m2) 

Contrast Ratio 

LCD Color 

Pixel Pitch (mm) 

Viewing Angle (H-V) 

Backlight MTBF 

OSD function 

Auto Dimming 

Secondary Display 

Video in /Audio in 

USB 

Ethernet 

Wireless 

Serial Port 

Storage 

Audio out 

1 
1 

1 

1 

iSignager 5 

15" 

1024x768 

350 

400:1 

262 K 

0.297(H) x0.297(V) 

120/100 

50000 

7KEY 

Ambient Light Sensor 

1 x DVI-I (DVI + VGA) 

x RCA for composite video in 
x 3.5mm phone jack for audio in 

x USB 2.0 

x10/100MBase-T 

built-in 802.11b/g wireless 

1 

1 
1 

x RS-232 

x CF type II 
x internal 2.5" HDD 

built-in 2 xAMP 1.5W speaker 
1 x 3.5mm audio phone jack 

loignager L O U - I / 

17" 

1280x1024 

300 

800:1 

16.7M 

0.264(H) x 0.264(V) 

160/160 

50000 

7KEY 

Ambient Light Sensor 

1 x DVI-I (DVI + VGA) 

1 x RCA for composite video in 
1 x 3.5mm phone jack for audio in 

1 x USB 2.0 

1 x10/100MBase-T 

built-in 802.11 b/g wireless 

1 x RS-232 

1 x CF type II 
1 x internal 2.5" HDD 

built-in 2 x AMP 2W speaker 
1 x 3.5mm audio phone jack 

isignager L O U - I M I 

19" 

1280x1024 

300 

800:1 

16.7M 

0.294(H) x 0.294(V) 

160/160 

50000 

7KEY 

Ambient Light Sensor 

1 x DVI-I (DVI + VGA) 

1 x RCA for composite video in 
1 x 3.5mm phone jack for audio in 

1 x USB 2.0 

1 x10/100MBase-T 

built-in 802.11 b/g wireless 

1 x RS-232 

1 xCF type l l 
1 x internal 2.5" HDD 

built-in 2 x AMP 3W speaker 
1 x 3.5mm audio phone jack 

Remote Control 
Panel on/off 
Volume Control 
Brightness/Contrast 
OSD 

Panel on/off 
Volume Control 
Brightness/Contrast 
OSD 

Panel on/off 
Volume Control 
Brightness/Contrast 
OSD 

Input Voltage 
"O 
g Power Adaptor 
CD 

Consumption 

Construction 

Operation Temperature 

Color 

Mounting 

Dimensions (WxHxD) 

Net Weight 

Front Panel Protection 

12VDC in 

60W AC-DC Power Adapter 
90VAC~240VAC@50~60Hz input 

27W 

ABS + PC Plastic (front pannel) 
Alluminum Alloy 

0~50°C 

Sliver & Black 

VESA 100 Wall mounting 

393.06mm x 308.06mm x 61mm 

3.2Kg 

IP64 

12VDC in 

60W AC-DC Power Adapter 
90VAC~240VAC@50~60Hz input 

41W 

ABS + PC Plastic (front pannel) 
Alluminum Alloy 

0~50°C 

Sliver & Black 

VESA 100 Wall mounting 

428mm x 350mm x 65mm 

3.8Kg 

IP64 

12VDC in 

60W AC-DC Power Adapter 
90VAC~240VAC@50~60Hz input 

42W 

ABS + PC Plastic (front pannel) 
Alluminum Alloy 

0~50°C 

Sliver & Black 

VESA 100 Wall mounting 

469.94mm x 382.46mm x 67mm 

4.4Kg 

IP64 

Dimensions ( Measurement Unit: mm ) 
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Ordering Information Packing List 
Part No. 

iSignager LCD-
15/17/19 

iSignager LCD-
15S/17S/19S 

Description 

TFT LCD all-in-one Network Digital Signage Display, 
Dual Display, built-in 802.11 b/g wireless , two built-in 
speakers, with OSD remote control, 60W power 
adapter, 1GB CF card, silver, RoHS 

TFT LCD all-in-one Network Digital Signage Display, 
Single Display, built-in 802.11b/g wireless , two built-in 
speakers, with OSD remote control, 60W power 
adapter, 1GB CF card, silver, RoHS 

1 xQIG 

1 x screw set 

1 x 1GB demo CompactFlash® Card 

1 x power adapter 

1 x power cord 

1 x DVI-I to VGA adapter 

1 x RCA video cable 

1 x audio cable 

1 x iDS software CD 

V iSignager 
Digital Signage Solution 
Broadcast your own advertisement 
channel with just a few clicks 
The top-notch screen based communication you need 
• Surprise your audience 
• Flexible external connections 
• Update your message anytime, anywhere 

l-TECH 
COMPANY 

Distributed by: 
i-Tech Company LLC 
TOLL FREE: (888) 483-2418 EMAIL: info@iTechLCD.com • WEB: www.iTechLCD.com 

mailto:info@iTechLCD.com
http://www.iTechLCD.com


IEI's Turnkey Solution— Network Digital Signage Display 
The IEI iSignager LCD series is a dynamic turnkey multimedia advertising platform. The 
iSignager LCD enables you to design, schedule, broadcast, and transfer dynamic contents to 
your audience at the right time and place. 

© ardware Features 

• Final screen presentation on iSignager LCD is automatically scaled to a 1024 x 768 (NDSD-15) 
resolution, or 1280 x 1024 (NDSD-17/19) resolution. 

• Supports up to 1920 x 1200 content resolution for a second display device 

• Output to second display device by DVI & VGA 

• Content Resolution Options: 

640x480, 800x600, 1024x768, 1152x864, 1280x768, 1280x960, 1280x1024, 1360x768, 1366x768, 
1400x1050, 1600x1200, 1920x1200 

© ardware Overview 

Built-in 802.11b/g 
wireless with PIFA 

antenna 

IP-64 protection 
compliant front panel 

V B ^ Ambient Light Sensor 

OSD remote control 

Higher Ambient Lower Ambient 
I l luminance I l luminance 

?c iSignager 
CompactFlash slot 
DVI-I out (DVI + VGA) 
Composite video in 
Audio in 
Audio out 

© rogram Design and Player Management 

AdDesign/ AdDesign Pro 
• Intuitive drag and drop editing interface easily 

integrates multimedia components in one screen 
• No fixed templates to limit user's creativity 
• Flexible scheduling capability empowers versatile 

promotion campaigns 
• Supports real-time video/audio inputs to enrich 

broadcasting contents 
• Support RSS and real-time message feeds 

(Available on AdDesign Pro only) 

AdExpress 
• Quick and easy content building software 
• Single media block display (Picture/ Video) 
• Various visual effect and animation to attract 

audience's attention 
• Background music playing is supported 

Zone Type Content Format 

Picture 

Banner 
(Available on AdDesign/ 
AdDesign Pro only) 

Video 

Audio 

32-bit color with BMP, GIF, PNG, JPEG 

Variable scrolling and crawling speed and transparent 
banner (PNG, BMP) 

MEPG-1, MEPG-2 MP@HL, MEPG-4 ASP@L5 

MEPG-1 and MEPG-2 Layers I, II and III (MP3) 
standard, MEPG-2 and MEPG-4 AAC-LC, WMA 
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Layout 
content 

i 

Layout 
a m area 

Vktoo area x 1 (file playback or AV-tn) D j g i t a , c l o c k x , 

Graphic area x 5 „ . , 
Background picture K 1 

Scrolling banner x 2 
Crawl banner x 2 
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Background music x I 
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AdMinistrator 
• Multi-Clients & Group Management enables the 

classification and management of the NDSD in 
different locations 

• Scheduled sequences transfer allows the pre-setting 
of the sequence transferring t ime 

• Multi-Sequences Schedule Management on weekly & 
monthly base 

• Real Time Message Feed supports text, picture and 
RSS format 

• Login function 
• Log file management 
• Auto Time Sync with NTP Server 
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©y stem Network Overview Date Flow 

Action Commands Flow 

Local Area Network Local or Wire Area Network 

l» 
AdDesigner A 

V 
rJU 1" 

AdDesigner B 
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AdDesigner E 
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Content Design Management 

l^jl lounting Accessories 
Stand Kits 

Delivery(Load Balance) Display 

Wall Mount Kits 

Selection Guide 
Model No. 
Stand Kits 

Wall Mount Kits 

iSignager LCD-15 
STAND-A19 / STAND-B19 

AFLWK-15 

iSignager LCD-17 
STAND-A19 / STAND-B19 

AFLWK-17 

iSignager LCD-19 
STAND-A19 / STAND-B19 

AFLWK-19 

www.iTechLCD.com 

http://inij.nl
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http://www.iTechLCD.com

