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NetView: 19" Mounting LCD Monitor integrated 8/16ports
IP KVM (nvip 115/117/119) or CAT5 KVM Extender (nv 115/117/119) -
1U 15"/ 17" ] 19" LCD Keyboard drawer

@ Class A LCD panel

Connect up to 16 PCs with built-in KVM
IP e USB e PS2 e two consoles KVM

Features
e 1U 15", 17" or 19" TFT LCD screen

e Three keyboard selections "e", "b" and

C’ support
multiple languages

o Adjustable mounting brackets from 390 to 845 mm

e Slide rails have fixed position to prevent movement of
the keyboard

e All mounting hardware included

® 12, 24, 48-Volt DC power supply options

Options:
AV Input DC Input Touchscreen
EEd pedl ) A
Keyboard selection Supporting layouts e}
IE' Notebook type keyboard with @ Notebook type keyboard with Cherry keyboard with trackball
touch-pad mouse trackball (no USB verison)

Note: See page 45 for full details

Monitor

. w Class A LCD panel

® 15" 1024 x 768 LCD with 450 nits brightness and 400:1 contrast ratio typical
® 17" 1280 x 1024 LCD with 300 nits brightness and 500:1 contrast ratio typical
© 19" 1280 x 1024 LCD with 300 nits brightness and 700:1 contrast ratio typical

Note: See page 44 for full details

All brand names, logo & registered trademarks are properties of their respective owners

e www.i-techcompany.com e 1-888-483-2418




built-in ® ® kM

o O
* Support multi-platform - mix PCs, SUNs, IBMs, HPs, M @ Consoles

Compaq & DELL

D

Note: See page 37 for full details

[ 3 ]
built-in FS5€s KVM M M Consoles

non.ﬂ

e Compatible with all USB-enable PC and SUN sever

e Direct support SUN Micro native resolution 1152 x 900

: i o O
Note: See page 38 for full details M M Consoles

mwr

8-Port 16-Port
v v

8-Port 16-Port
v v

8-Port 16-Port
v v

built-in 7I” KVM

e Compatible with all USB-enable PC and SUN sever
Note: See page 39 for full details

KVM Cable

8 x 6ft all-in-1 KVM cables supplied with the unit - 10ft and 15ft options available

Power

¢ Supplied with12V 5A remote power adapter
(Two console model with additional 9 VDC adapter)

Product dimension (w) x (b} x (H)

o NVIP115/NVI15/NVIP117 / NV117 series - (ke
44.2x 60 x 4.45 cm / 17.4x 25.6 x 1.75 inch —

e NVIP119 / NV119 series - -
44.2 X 65x 4.45 cm / 17.4x 25.6 x 1.75 inch El

® Excluding NVIP119¢ / NV119c series -
442 x65x6.6cm/17.4x25.6x2.6inch

Packing dimension w) x () x (H)

o NVIPT15/NV115 / NVIPT17 / NV117 series -
60x 77 x18cm/23.6x30.3x7.1 inch

® NVIP119 / NV119 series -

L% 19" Rackmount

uoljn |OS » PJDPUD.IS“

60 x84 x18cm/23.6x33x7.1inch [z = -

o Excluding NVIP119¢ / NV119c series - \

boooooooooodg

60 x84 x22 cm /23.6 x33x8.7 inch

Unit : mm

Net/gross weight

e NVIP115 / NV115 series - approximate 15/ 21 kg
e NVIP117 / NV117 series - approximate 16 / 22 kg
e NVIP119 / NV119 series - approximate 17 / 23 kg

Rear panel layout
* See page 46 for full details

KVM Support 15" LCD series 17" LCD series 19" LCD series
®O 8-port NV 11582K] NV 11782[K NV 11982[K]
via CAT5 Extender| @ @ 16-port NV 115162[K] NV 117162 NV 119162K
M # Consoles yspas 8-port NV 11582[KIU NV 11782[KIU NV 11982KIU
yspas 16-port NV 115162KU NV 117162KIU NV 119162[KIU
via IP IP 8-port NVIP 11582[K] NVIP 11782[K] NVIP 11982[K]
# i Consoles IP 16-port NVIP 115162[K] NVIP 117162 NVIP 119162[K

FE (€

Keyboard code: [€] =Notebook type K/B w/ touch-pad; [B] =Notebook type K/B w/ trackball; [C] =Cherry K/B w/ trackball; [d] =Compact K/B w/ trackball; =Compact K/B w/ touch-pad

e www.i-techcompany.com

® 1-888-483-2418




NetView: 19" Mounting LCD Monitor integrated 8/16ports
IP KVM (nvip 215/217/219) or CATS KVM Extender (N 215/217/219) -

2U 15"/ 17" | 19" LCD Keyboard drawer

wﬂassA LCD panel Unique monitor flip up design
IP ¢ USB ¢ PS2 ¢ two consoles KVM

Features

e 2U 15", 17" or 19" TFT LCD screen

o Allow viewing through closed glass cabinet door

e Five keyboard selections support multiple languages

o Large padded wrist-rest for "d" & "t" style keyboard

e Adjustable mounting brackets from 390 to 845 mm

o Slide rails have fixed position to prevent movement
of the keyboard & screen

e All mounting hardware included

® 12, 24, 48-Volt DC power supply options

Options:
AV Input DC Input Touchscreen E= pell ) | compaa |
Keyboard selection Supporting layouts
IE' Notebook type keyboard with IE' Notebook type keyboard with Cherry keyboard with trackball
touch-pad mouse trackball (no USB verison)

@ Compact keyboard integrated m Compact keyboard integrated

with trackball with touch-pad mouse

Note: See page 45 for full details

Monitor

. @ Class A LCD panel

® 15" 1024 x 768 LCD with 450 nits brightness and 400:1 contrast ratio typical
® 17" 1280 x 1024 LCD with 300 nits brightness and 500:1 contrast ratio typical
® 19" 1280 x 1024 LCD with 300 nits brightness and 700:1 contrast ratio typical

Note: See page 44 for full details

All brand names, logo & registered trademarks are properties of their respective owners.

e www.i-techcompany.com

® 1-888-483-2418




built-in ® ® kM

e Support multi-platform - mix PCs, SUNs, IBMs, HPs,

Compaq & DELL
Note: See page 37 for full details

built-in F55@2 KVM

e Compatible with all USB-enable PC and SUN sever
e Direct support SUN Micro native resolution 1152 x 900

Note: See page 38 for full details

built-in II? KVM

e Compatible with all USB-enable PC and SUN sever

Note: See page 39 for full details

KVM Cable

8-Port 16-Port
ﬂi Consoles @ @ v v

8-Port 16-Port
M M Consoles oS aE v v

8-Port 16-Port
M M Consoles iy v v

8 x 6ft all-in-1 KVM cables supplied with the unit - 10ft and 15ft options available

Power
e Supplied with12V 5A remote power adapter

(Two console model with additional 9 VDC adapter)

Product dimension (w) x () x (H)
0442 x60x88cm/17.4%x23.6x3.5inch

Packing dimension w) x () x (H)
e60x 77 x 22 cm / 23.6 x 30.3x 8.7 inch

Net/gross weight

® NVIP215 / NV215 series - approximate 17 / 23 kg
® NVIP217 / NV217 series - approximate 16 / 24 kg
® NVIP219 / NV219 series - approximate 19 / 25 kg

Rear panel layout
e See page 47 for full details

| e
@,
®
Rackmount -
Flip up design

uolN|os , PIDPUBIG,

Separate sliding screen & keyboard

DoooooooeEoog)

mm

KVM Support 15" LCD series 17" LCD series 19" LCD series
®O s8-port NV 21582[K] NV 21782[K] NV 21982[K]
via CAT5 Extender| @ @ 16-port NV 215162K] NV 217162[] NV 219162[K]
M M Consoles gshas 8-port NV 21582[KIU NV 21782[K]U NV 21982[KIU
uongs 16-port NV 215162[KU NV 217162[KIU NV 219162[KIU
via IP IP 8-port NVIP 21582[K] NVIP 21782[K] NVIP 21982[K]
A # Consoles IP 16-port NVIP 215162[K] NVIP 217162K] NVIP 219162[K]

FE (¢

Keyboard code: [€] =Notebook type K/B w/ touch-pad; [] =Notebook type K/B w/ trackball; =Cherry K/B w/ trackball; [d] =Compact K/B w/ trackball; [t] =Compact K/B w/ touch-pad

* www.i-techcompany.com

® 1-888-483-2418




1U Rackmount IP KVM switch

Global server management solutions with keyboard, video and mouse access over IP
from anywhere around the world

ii Consoles @ @

Local console

NVIP802P/ NVIP1602P

Rear view
ke - = = om
© © dw b b b b G dEp k| 8-port
@ @ > T > T T > = T
g ¢G> T i <G <& @k | 16-port

P Remote user
L TCP/IP )

Model No. NVIP802P / NVIP1602P
PC ports 8/ 16

Local console port 1

Remote console port 1

Remote console connector RJ45 8P8C

Serial port 1

PC selection On screen display menu
LED 1 Bank LED

8/ 16 Online LED (Green)
8/ 16 Online LED (Red)

On screen display control

On screen Display Control

Scan intervals

5~99 Seconds

Keyboard and mouse emulation PS/2

VGA resolution (Max.) Local : 1600 x 1200 / Remote 1280 x 1024
Bandwidth 200MHz

Cascade level (Max.) 8 levels

PC connection (Max.) 120/ 128

Remote web-based access

Internet, LAN/WAN, or dial-up modem

Remote web browsers support

Miscrosoft® internet explorer, Netscape natvigator or Mozilla

Data encrypted Secure socket layer SSL v2/ v3
Housing Metal

KVM switch power adapter DC 12V, 5A

Weight (kg) 45/5Kg

Dimension (cm)

43.6 (W) x 21.0 (D) x 4.4 (H)

FE (€

All brand names, logo & registered trademarks are properties of their respective owners.

e www.i-techcompany.com

® 1-888-483-2418




SunView: SNK117 | SNK119 Series - 1U 17"/ 19"
LCD Keyboard drawer compatible with SUN Solaris

Support SUN 1152 x 900 & native resolution
SUN-compatible keyboard incoporates SUN keys
Direct compatible with SUN and USB server
Color in purple (black options available)

\ Features
Q Q e 1U 17" or 19" TFT LCD screen

- e The screen will sync with most SUN resolution,
SOLARIS® including 1152 x 900 @ 66 or 76Hz

e 1280 x 1024 native graphic resolution

e Compatible with SUN, Apple, IBM, DELL, HP and
USB server

e 104-keys SUN-compatible keyboard w/ 3 button trackball
supports SUN keys, including stop, Cut, Paste, Compose,
etc.

e Adjustable mounting brackets compatible with SUN rack
depths of 24 to 36 inch

e All mounting hardware included

e Single and two console USB KVM options

e 12, 24, 48-Volt DC power supply options

Linux

Keyboard

® USB connector

e 3 button with 15mm trackball mouse

e Incorporates SUN keys, including Stop, Cut, Paste,
Compose, Copy, and Help SUN keys

* US layout version only

o I T - T T T T T T T T

I:(ﬂ 3-button trackball

SUN-compatible keyboard incoporates SUN keys

Monitor
® 17"LCD with 300 nits brightness and 500:1 contrast ratio typical Direct support SUN
* 19"L.CD with 300 nits brightness and 700:1 contrast ratio typical Micro native resolution

® 1280 x 1024 native graphic resolution 1152 x900

¢ \/ideo auto-adjust for optimum image

Note: See page 44 for full details

“Class A LCD panel ® Made in Japan/Korea”

All brand names, logo & registered trademarks are properties of their respective owners.

* www.i-techcompany.com ¢ 1-888-483-2418




Optional built-in #¥S54@=s KVM 8-Port | 16-Port

e Compatible with all USB-enable PC and SUN sever i Console :1'55‘5 v v
e Direct support SUN Micro native resolution 1152 x 900

M M Consoles s v v

Note: See page 38 for full details

KVM Cable

® 8 x 6ft USB cables supplied with the unit - 10ft and 15ft options available

Power

o Supplied with12V 5A remote power adapter
(Two console model with additional 9 VDC adapter)

Product dimension w) x () x (H)

® SNK117 series - 44.2 x 60 x 4.45 cm / 17.4 x 23.6 x 1.75 inch k< —Jd o o)
® SNK119 series - 44.2 x 65 x 4.45cm / 17.4 x 25.6 x 1.75 inch 12,7 600 (for 17" LCD 4&

650 (for 19" LCD)

Packing dimension w) x (p) x (H)

® SNK117 series - 60 x 76 x 18 cm / 23.6 x 29.9 x 7.1 inch 19 Rackmount
® SNK119 series - 60 x 84 x 18 cm / 23.6 x 33 x 7.1 inch

S GE|

Net/gross weight

® SNK117 series - approximate 16 / 22 kg
® SNK119 series - approximate 17 / 23 kg 1s_——

Dooooooooood

Rear panel layout [T S— : —

e See page 46 for full details ‘

Unit : mm
KVM Support 17" LCD series 19" LCD series
NIL SNK117 SNK119
[} USh®s 8-port SNK117-801 SNK119-801
M Console
YSpas 16-port SNK117-1601 SNK119-1601
[ K * vSoas 8-port SNK117-802 SNK119-802
M M Consoles von
oou®? 16-port SNK117-1602 SNK119-1602

* integrated with CAT5 Extender comes with receiver

FE (¢

e www.i-techcompany.com e 1-888-483-2418




SunView: SNK217 | SNK219 Series - 2U 17" 19"
LCD Keyboard drawer compatible with SUN Solaris

Unique monitor filp up design

Support SUN 1152 x 900 & native resolution
SUN-compatible keyboard incoporates SUN keys
Direct compatible with SUN and USB server
Color in purple (black options available)

NV Features
— ® 2U 17" or 19" TFT LCD screen
) . ® Allow viewing through closed glass cabinet door
SOLARIS ® The screen will sync with most SUN resolution,

including 1152 x 900 @ 66 or 76Hz

¢ 1280 x 1024 native graphic resolution

e Compatible with SUN, Apple, IBM, DELL, HP and
USB server

® 104-keys SUN-compatible keyboard w/ 3 button trackball
supports SUN keys, including stop, Cut, Paste, Compose,
etc.

* Adjustable mounting brackets compatible with SUN rack
depths of 24 to 36 inch

e All mounting hardware included

® Single and two console USB KVM options

e 12, 24, 48-Volt DC power supply options

Linux

Keyboard

® USB connector

¢ 3 button with 15mm trackball mouse

e Incorporates SUN keys, including Stop, Cut, Paste,
Compose, Copy, and Help SUN keys

* US layout version only

o

3-button trackball

@ SUN-compatible keyboard incoporates SUN keys

Monitor
¢ 17"LCD with 300 nits brightness and 500:1 contrast ratio typical Direct support SUN
* 19"LCD with 300 nits brightness and 700:1 contrast ratio typical Micro native resolution

® 1280 x 1024 native graphic resolution 1152 x 900

e Video auto-adjust for optimum image

Note: See page 44 for full details

“Class A LCD panel ® Made in Japan/Korea”

All brand names, logo & registered trademarks are properties of their respective owners.

e www.i-techcompany.com e 1.888-483-2418




Optional built-in ¥55@s KVM 8-Port | 16-Port

¢ Compatible with all USB-enable PC and SUN sever ﬁ Console —a v v
e Direct support SUN Micro native resolution 1152 x 900

o O Hnen
oo @8
Note: See page 38 for full details M AR Consoles v v

KVM Cable

® 8 x 6ft USB cables supplied with the unit - 10ft and 15ft options available

Power

o Supplied with12V 5A remote power adapter
(Two console model with additional 9 VDC adapter)

Product dimension w) x (o) x (H) 1]
. o o I
©442x60x8.8cm/17.4x23.6x3.5inch T
° 3!
A ||
Packing dimension w) x (p) x (H) [ 19" Rackmaun ]
060 x 76 x22 cm /23.6x29.9x8.7 inch 1
Flip up design
Net/gross weight
© SNK217 series - approximate 18 / 24 kg
® SNK219 series - approximate 19 / 25 kg
.
Separate sliding screen & keyboard g:
Rear panel layout R — mﬁg :
e See page 46 for full details ‘ = Ei
415 O
Unit : mm
KVM Support 17" LCD series 19" LCD series
NIL SNK217 SNK219
® o50@ 3-port SNK217-801 SNK219-801
M Console
vSoes 16-port SNK217-1601 SNK219-1601
o o COI’]SO|€S* vSoas 8-port SNK217-802 SNK219-802
MM 355‘516—port SNK217-1602 SNK219-1602

* integrated with CAT5 Extender comes with receiver

FE (¢

* www.i-techcompany.com e 1-888-483-2418




SunView: SNP117 | SNP119 Series - 1U 17" | 19"
LCD display drawer compatible with SUN Solaris

Support SUN 1152 x 900 & native resolution
Direct compatible with SUN and USB server
Color in purple (black options available)

e
- Features
SOLARIS@ e 1U 17" or 19" TFT LCD screen
e The screen will sync with most SUN resolution,
including 1152 x 900 @ 66 or 76Hz
® 1280 x 1024 native graphic resolution
e Compatible with SUN, Apple, IBM, DELL, HP and
USB server
e Adjustable mounting brackets compatible with SUN rack
depths of 24 to 36 inch
e All mounting hardware included
e 12, 24, 48-Volt DC power supply options
Linux
Monitor
* 17" 1280 x 1024 LCD with 300 nits brightness and 500:1 contrast ratio typical Direct support SUN.
® 19" 1280 x 1024 LCD with 300 nits brightness and 700:1 contrast ratio typical 2’!";;0 n;:)'(‘)’e resolution
X
Note: See page 45 for full details
Cable
e Standard 6ft VGA cable supplied with the unit
Power
e Supplied with12V 5A remote power adapter " . "
Class A LCD panel ® Made in Japan/Korea
Product dimension w) x () x (H)
e SNP117 - 44.2 x 55 x 4.45 cm / 17.4 x 21.6 x 1.75 inch
®SNP119-44.2x60x4.45cm /17.4x23.6x 1.75 inch g —
By = B

Packing dimension w) x (o) x (H)
e SNP117-60x71x18cm /23.6x27.9x7.1inch
® SNP119-60x77 x 18 cm /23.6 x 30.3 x 7.1 inch t

«

Net/gross weight T @] v
o SNP117 - approximate 12 / 17 kg L A\
® SNP119 - approximate 13 / 18 kg

19" Rackmount ——————=

Unit : mm

17" LCD series 19" LCD series

SNP117 SNP119 FCC C €

All brand names, logo & registered trademarks are properties of their respective owners.

* www.i-techcompany.com ¢ 1-388-483-2418




SunView: SNP717 | SNP819 Series - 7U 17"/ 8U 19"
Rackmount LCD monitor compatible with SUN Solaris

Support SUN 1152 x 900 & native resolution
Direct compatible with SUN and USB server
Color in purple (black options available)

M
‘(I(— Features
SOLARIS® «7U 17"0r 8U 19" TFT LCD screen

e Styled 6mm cast aluminium front panel

° Lower power consumption

e All mounting hardware included

* NEMA & IP65 option available

e 12, 24, 48-Volt DC power supply options

Linux

Monitor

® 17" 1280 x 1024 LCD with 300 nits brightness and 500:1 contrast ratio typical
® 19" 1280 x 1024 LCD with 300 nits brightness and 700:1 contrast ratio typical

Note: See page 44 for full details

Cable

e Standard 6ft VGA cable supplied with the unit Direct support SUN

Micro native resolution
Power 1152 x 900
¢ Supplied with12V 5A remote power adapter

“Class A LCD panel ® Made in Japan/Korea”

Product dimension (w) x () x (H)
© SNP717 - 48 x5.5x31 cm / 18.9x 2.2 x 12.2 inch ‘ —
® SNP819 - 48 x7x35.5cm / 18.9x2.8x 14 inch

Packing dimension w) x (o) x (H)
o SNP717 - 57 x 47 x 16.5 cm / 22.4 x 18.5 x 6.5 inch
*SNP819 - 57 x 51 x 16.5 cm / 22.4 x 20.1 x 6.5 inch

w1 40§) 0LE

an
(ec ¢ up)

(@D .61 404) 55€ / (QC

Net/gross weight
e SNP717 - approximate 7 / 10 kg B) @
® SNP819 - approximate 9 / 12 kg

r

R
s

19" Rackmount

55 (for 17°LCD)
i 70 (for 19"LCD)
Unit : mm 70 (fe LCD)

17" LCD series 19" LCD series

SNP717 SNP819 F@ c €

All brand names, logo & registered trademarks are properties of their respective owners.

e www.i-techcompany.com e 1-888-483-2418




SunView: SNK1U Series - 1U Rackmount keyboard drawer

Linux

Keyboard

e USB connector

¢ 3 button with 15mm trackball mouse

e Incorporates SUN keys, including Stop, Cut, Paste,
Compose, Copy, and Help

e US layout version only

R
N

SUN-compatible keyboard incoporates SUN keys

All brand names, logo & registered trademarks are properties of their respective owners.

SUN-compatible keyboard incoporates SUN keys
Direct compatible with SUN and USB server
Color in black available

Ny
SOLARIS®

Features
e 1U, standard 19" rackmount keyboard drawer
o 104-keys SUN-compatible keyboard w/ 3 button trackball

supports SUN keys, including stop, Cut, Paste, Compose, etc.
® Adjustable mounting brackets compatible with SUN rack
depths of 24 to 36 inch

e Lockable drawer to secure the keyboard & mouse
e Slide rails have fixed position to prevent movement
of the keyboard

e All mounting hardware included
® Single and two console USB KVM options

SUN keys

3-button trackball

e www.i-techcompany.com e 1-888-483-2418




Optional built-in ¥55a=: KVM 8-Port_| 16-Port

¢ Compatible with all USB-enable PC and SUN sever i Console — v v
e Direct support SUN Micro native resolution 1152 x 900

M Consoles | YSBas v v

Note: See page 38 for full details

KVM Cable

® 8 x 6ft USB cables supplied with the unit - 10ft and 15ft options available

Power

e Supplied with12V 5A remote power adapter
(Two console model with additional 9 VDC adapter)

Product dimension w) x ) x (H)

©44.2x55x4.45cm /17.4x21.6x1.75 inch ol =——5
1 |
550
Packing dimension w) x (p) x (H) “| — ,QJTJIW
®60x 71 x18cm/23.6x27.9x7.1 inch 19" Rackmount

Net/gross weight B
® Approximate 8 / 12 kg 1

f444

Unit: mm

KVM Support
NIL SNK1U
& Console USoEE 3-port SNK-801U
USh&a 16-port SNK-1601U
i i Consoles ﬁ;‘::;‘;;ca 8-port SNK-802U
vou@8 16-port SNK-1602U

FE (¢

e www.i-techcompany.com e 1-888-483-2418




RKP115/ 117/ 119 Series - 1U 15°/ 17"/ 19"
LCD keyboard drawer
@ Class A LCD panel y

Connect up to 16 PCs with built-in KVM
IP e USB ¢ PS2 ¢ two consoles KVM options available

Features
e 1U 15", 17" or 19" TFT LCD screen
e Three keyboard selections "e", "b" and

c" support
multiple languages

¢ Adjustable mounting brackets from 390 to 845 mm

e Slide rails have fixed position to prevent movement of
the keyboard

e All mounting hardware included

e 12, 24, 48-Volt DC power supply options

Options:
AV Input DC Input Touchscreen Designed for
(Excluding RKP119 series) B4 pell ) B
Keyboard selection Supporting layouts
IE' Notebook type keyboard with IE' Notebook type keyboard with Cherry keyboard with trackball
touch-pad mouse trackball (no USB verison)

Note: See page 45 for full details

Monitor

. @ Class A LCD panel

® 15" 1024 x 768 LCD with 450 nits brightness and 400:1 contrast ratio typical
® 17" 1280 x 1024 LCD with 300 nits brightness and 500:1 contrast ratio typical
® 19" 1280 x 1024 LCD with 300 nits brightness and 700:1 contrast ratio typical

Note: See page 44 for full details

All brand names, logo & registered trademarks are properties of their respective owners.

e www.i-techcompany.com e 1-888-483-2418




Optional built-in @ @ KVvM

o Support multi-platform - mix PCs, SUNs, IBMs, HPs,

Compaq & DELL
Note: See page 37 for full details

Optional built-in F55€@s KVM

e Compatible with all USB-enable PC and SUN sever

e Direct support SUN Micro native resolution 1152 x 900
Note: See page 38 for full details

Optional built-in TI” KVM

e Compatible with all USB-enable PC and SUN sever

8-Port 16-Port

M Console @ @ v

M M Consoles @ @ v
8-Port 16-Port

M Console | YSBas v

M m Consoles | YSBas v
8-Port 16-Port

ﬁ & Consoles y 1 4 v

Note: See page 39 for full details

KVM Cable

® 8 x 6ft all-in-1 KVM cables supplied with the unit - 10ft and 15ft options available

Power

o Supplied with12V 5A remote power adapter
(Two console model with additional 9 VDC adapter)

Product dimension w) x () x (H)

e RKP115/ RKP117 series - 44.2 x 60 x 4.45 cm / 17.4 x 23.6 x 1.75 inch
e RKP119 series - 44.2x 65 x 4.45cm / 17.4 x 25.6 x 1.75 inch
Excluding RKP119¢ - 44.2 x 65 x 6.6 cm / 17.4 x 25.6 x 2.6 inch

Packing dimension w) x (p) x ()

e RKP115/ RKP117 series - 60 x 77 x 18 cm / 23.6 x 30.3 x 7.1 inch
e RKP119 series - 60 x 84 x 18 cm / 23.6 x 33 x 7.1 inch
Excluding RKP119c - 60 x 84 x 22 cm / 23.6 x 33 x 8.7 inch

Net/gross weight

® RKP115 series - approximate 15/ 21kg
® RKP117 series - approximate 16 / 22kg
® RKP119 series - approximate 17 / 23kg
Rear panel layout

® See page 46 for full details

Dooooooooood

Unit : mm

KVM Support 15" LCD series 17" LCD series 19" LCD series
SO 1-port RKP115 Kl RKP117 K RKP119 K]
yspas 1-port RKP115[KIU RKP117[KIU RKP119KIU
®® 8-port RKP115 [K]-801 RKP117 [K1-801 RKP119 [KI-801
° @® @ 16-port RKP115 [Kl-1601 RKP117 [KI-1601 RKP119 [K-1601
M Console yspas 8 port RKP115[K-S801 | RKP117[KI-S801 | RKP119[KI-S801
g5p@s 16-port RKP115[K]-S1601 | RKP117 [KI-S1601 | RKP119[K]-S1601

[ K )
M M Consoles

Refer to Page 1-2

FE (¢

Keyboard code: [€] =Notebook type K/B w/ touch-pad; [B] =Notebook type K/B w/ trackball; =Cherry K/B w/ trackball; [d] =Compact K/B w/ trackball; =Compact K/B w/ touch-pad

e www.i-techcompany.com

e 1-888-483-2418




RKP1415/ 1417/ 1419 Series - 1U 15°/ 17"/ 19"
LCD keyboard drawer
w Class A LCD panel

Short depth of 440mm(17.3 inch)/ 480mm(18.9 inch) only
Designed to fit into 600mm rack application

Features

e 1U 15", 17" or 19" TFT LCD screen

® 440mm deep for 15"/ 17" LCD display
® 480mm deep for 19" LCD display

e Three keyboard selections "e", "b" and

C support
multiple languages

e Adjustable mounting brackets from 390 to 700 mm

o Slide rails have fixed position to prevent movement of
the keyboard

e All mounting hardware included

e 12, 24, 48-Volt DC power supply options

Options:
Designed for
AV Input DC Input D&LL [ﬁﬁ] -
Keyboard selection Supporting layouts
@ Notebook type keyboard with @ Notebook type keyboard with Cherry keyboard with trackball
touch-pad mouse trackball (no USB verison)

Note: See page 45 for full details

Monitor

-w Class A LCD panel

® 15" 1024 x 768 LCD with 450 nits brightness and 400:1 contrast ratio typical
e 17" 1280 x 1024 LCD with 300 nits brightness and 500:1 contrast ratio typical
® 19" 1280 x 1024 LCD with 300 nits brightness and 700:1 contrast ratio typical

Note: See page 44 for full details

All brand names, logo & registered trademarks are properties of their respective owners.

e www.i-techcompany.com e 1-888-483-2418




Cable

e Standard 6ft all-in-1 cable supplied wih the unit - 10ft and 15ft options available

Power
¢ Supplied with12V 5A remote power adapter

Product dimension (w) x (D) x (H)

* RKP1415/ RKP1417 series - 44.2 x 44 x 445 cm / 17.4 x 17.3 x 1.75 inch I@L Jé] [
* RKP1419 series - 44.2 x 48 x 445 cm / 17.4 x 18.9 x 1.75 inch R o Rk ]
Excluding RKP1419¢c - 44.2 x 48 x 6.6 cm / 17.4 x 18.9 x 2.6 inch

Packing dimension w) x () x (H)

o RKP1415/ RKP1417 series - 60 x 61 x 18 cm / 23.6 x 24 x 7.1 inch
® RKP1419 series - 60 x 65 x 18 cm / 23.6 x 25.6 x 7.1 inch
Excluding RKP1419¢ - 60 x 65 x 22 cm / 23.6 x 25.6 x 8.7 inch

11 (for 19" LCD;

Net/gross weight B

® RKP1415 series - approximate 14 / 18kg
® RKP1417 series - approximate 15/ 19kg
® RKP1419 series - approximate 16 / 20kg

oo0000000000

== —
\
\

Rear panel layout

* See page 46 for full details Unit : mm
KVM Support 15" LCD series 17" LCD series 19" LCD series
®® RKP1415[K] RKP1417 Kl RKP1419[K]l
YShas RKP1415[KIU RKP1417[KIU RKP1419KIU

FE (€

Keyboard code: [€] =Notebook type K/B w/ touch-pad; [B] =Notebook type K/B w/ trackball; =Cherry K/B w/ trackball; [d] =Compact K/B w/ trackball; [t] =Compact K/B w/ touch-pad

e www.i-techcompany.com e 1-888-483-2418




RKP1015/ 1017 Series - 1U 15"/ 17" LCD keyboard drawer

@ Separate sliding screen & keyboard using unique
Class A LCD panel miniature Cyber slides!

IP e USB ® PS2 e two consoles KVM options available

Features

® 1U 15" or 17" TFT LCD screen

® Separate sliding screen and keyboard

o Slide away flip-up monitor

e Allow viewing through closed glass cabinet door

o Slim size keyboard w/ GlidePoint™ touch pad mouse
o Adjustable mounting brackets from 395 to 890 mm

e All mounting hardware included

® 12, 24, 48-Volt DC power supply options

Options:
Designed for
AV Input DC Input D&€LL (ﬁlﬂ] -
Keyboard selection Supporting layouts

@ Notebook type keyboard with
touch-pad mouse

Note: See page 45 for full details

Monitor

'@ Class A LCD panel

® 15" 1024 x 768 LCD with 450 nits brightness and 400:1 contrast ratio typical
® 17" 1280 x 1024 LCD with 300 nits brightness and 500:1 contrast ratio typical
® 19" 1280 x 1024 LCD with 300 nits brightness and 700:1 contrast ratio typical

Note: See page 44 for full details

All brand names, logo & registered trademarks are properties of their respective owners.

* www.i-techcompany.com © 1-888-483-2418




Optional built-in @ @ KVM

¢ Support multi-platform - mix PCs, SUNs, IBMs, HPs,

Compaq & DELL

Note: See page 37 for full details

Optional built-in

nnn., I(VM

e Compatible with all USB-enable PC and SUN sever
e Direct support SUN Micro native resolution 1152 x 900

Note: See page 38 for full details

Optional built-in TP KVM

e Compatible with all USB-enable PC and SUN sever

8-Port

16-Port

@
M Console

D

o O
M @ Consoles

D

i Console

unn.ﬂ

° o
M M Consoles

lll‘ﬂ.ﬂ

8-Port

16-Port

° o
M @ Consoles

mw

Note: See page 39 for full details

KVM Cable

8 x 6ft all-in-1 KVM cables supplied with the unit - 10ft and 15ft options available

Power

° Supplied with12V 5A remote power adapter
(Two console model with additional 9 VDC adapter)

Product dimension w) x (p) x (H) ]
©43.9 x 65x4.45cm /17.3x25.6 x 1.75 inch 5

Packing dimension w) x (p) x (H) l% — ?llm
e60x84x18cm/23.6x33x7.1inch Toeeme

Flip up design

Net/gross weight

® RKP1015 series - approximate 15/ 21kg
® RKP1017 series - approximate 16 / 22kg

Rear panel layout

Separate sliding screen & keyboard

e See page 46 for full details

[

Do

‘QHL.

Unit : mm

OOoOo0omoooodog

KVM Support 15" LCD series 17" LCD series
@O 1-port RKP1015[ RKP1017[K]
yspa:  1-port RKP1015KIU RKP1017[KIU
®® 8-port RKP1015[K1-801 RKP1017[K]-801
® @ @ 16-port RKP1015 [K]-1601 RKP1017[K -1601
M Console o
ysbas 8-port RKP1015[K]-S801 RKP1017[K]-S801
¥5bas 16-port RKP1015[KI-S1601 | RKP1017[K-S1601
@O s-port NV1510-82 NV1710-82
via CAT5 Extender| @ @ 16-port NV1510-162[K] NV1710-162[K]

M @ Consoles yspas 3-port NV1510-82UK] NV1710-82U[K]
USbas 16-port NV1510-162U[KI NV1710-162U[K]

via IP IP 8-port NVIP1510-82 [K] NVIP1710-82[K]

& M Consoles IP 16-port NVIP1510-162[K] NVIP1710-162[K]

FE (¢

Keyboard code: [€] =Notebook type K/B w/ touch-pad; [B] =Notebook type K/B w/ trackball; [C] =Cherry K/B w/ trackball; [d] =Compact K/B w/ trackball; [t] =Compact K/B w/ touch-pad

e www.i-techcompany.com

® 1-888-483-2418




iRKP500 / iRKP700 - 1U 15"/ 17" LCD keyboard drawer

w With a real optical min mouse
Class A LCD panel

Wireless mouse option
IP e USB ¢ PS2 ¢ two consoles KVM options available

Features

e 1U 15"or 17" TFT LCD screen

o Allows user to store and use a real mouse

e Slim size keyboard with detachable min mouse

e Lock out rails to prevent movement of the keyboard
¢ Adjustable mounting brackets from 390 to 880 mm
e All mounting hardware included

® 12, 24, 48-Volt DC power supply options

Options:
AV Input DC Input Touchscreen DAL [ﬁ,”] -
Keyboard selection Supporting layouts

e Full size notebook type keyboard
® 88 keys (US/ Chinese layout), 89 keys (European/ Japan layout)

Monitor

° w Class A LCD panel

® 15" 1024 x 768 LCD with 450 nits brightness and 400:1 contrast ratio typical
® 17" 1280 x 1024 LCD with 300 nits brightness and 500:1 contrast ratio typical
® 19" 1280 x 1024 LCD with 300 nits brightness and 700:1 contrast ratio typical

Note: See page 44 for full details

Wireless optical mouse

Mouse

¢ 3D optical wireless mouse

® Free 360-degree use within 1.5m

e Automatically power-saving sleeping functions
¢ 800dpi high resolution

¢ Working on any surface except glass

All brand names, logo & registered trademarks are properties of their respective owners.

e www.i-techcompany.com e 1-888-483-2418




8-Port 16-Port

OO | v | v

ﬂ i Consoles @ @ v v

Optional built-in @ @ KVM

e Support multi-platform - mix PCs, SUNs, IBMs, HPs,
Compaq & DELL

[ ]
M Console

Note: See page 37 for full details

Optional built-in 554 KVM

» Compatible with all USB-enable PC and SUN sever i Console —J8 v v
e Direct support SUN Micro native resolution 1152 x 900

o O
Note: See page 38 for full details MM Consoles | USO@E v v
Optional built-in TI” KVM 8-Port | 16-Port
e Compatible with all USB-enable PC and SUN sever ii Consoles IP v v

Note: See page 39 for full details

KVM Cable

8 x 6ft all-in-1 KVM cables supplied with the unit - 10ft and 15ft options available

Power

e Supplied with12V 5A remote power adapter
(Two console model with additional 9 VDC adapter)

Product dimension w) x () x (H)
0442 x65x4.45cm /17.4x25.6x 1.75inch 1D B

Packing dimension w) x (p) x (H)
°60x84x18cm/23.6x33x7.1inch

—

9" Rackmount:

3 (for 15" LCD]

31.5 (for 17" LCD;

Net/gross weight

® RKP5 series - approximate 16 / 22kg
® RKP7 series - approximate 17 / 23kg

booooooooood

565 |

Rear panel layout
e See page 46 for full details

KVM Support 15" LCD series 17" LCD series
@@ 1-port iRKP500e iRKP700e
Ysbas 1-port iRKP500eU iRKP700eU
®® s-port iRKP500e-801 iRKP700e-801
° @ @ 16-port iRKP500e-1601 iRKP700e-1601
M Console

gSo@s  8-port

iRKP500e-5801

iRKP700e-5801

ySheas 16-port

iRKP500e-51601

iRKP700e-51601

@O s-port NV500-82¢ NV700-82¢
via CAT5 Extender @ @ 16-port NV500-162e NV700-162e
M m Consoles yspas 3-port NV500-82Ue NV700-82Ue
uspas 16-port NV500-162Ue NV700-162Ue
via IP IP 8-port NVIP500-82¢ NVIP700-82e
iﬁ Consoles TP 16-port NVIP500-162e NVIP500-162¢e

e www.i-techcompany.com

FE (¢

® 1-888-483-2418




RKP1615/ 1617/ 1619 Series - 1U 15"/ 17"/ 19"
LCD keyboard drawer

@ With compact keyboard, and 17-key numeric keyboard
Class A LCD panel .
(Optional trackball or touch-pad mouse)

Features

e 1U 15", 17" or 19" TFT LCD screen

® Two keyboard selections "d" and "t" support multiple
languages

e Lock out rails to prevent movement of the keyboard

¢ Adjustable mounting brackets from 390 to 890 mm

e All mounting hardware included

® 12, 24, 48-Volt DC power supply options

Options:

Designed for

AV Input DC Input Touchscreen % DAL (ﬁlﬂ] -

Keyboard selection Supporting layouts
@Compact keyboard integrated Compact keyboard integrated
with trackball with touch-pad mouse

Note: See page 45 for full details

Monitor

. @ Class A LCD panel

® 15" 1024 x 768 LCD with 450 nits brightness and 400:1 contrast ratio typical
® 17" 1280 x 1024 LCD with 300 nits brightness and 500:1 contrast ratio typical
® 19" 1280 x 1024 LCD with 300 nits brightness and 700:1 contrast ratio typical

Note: See page 44 for full details

All brand names, logo & registered trademarks are properties of their respective owners.

e www.i-techcompany.com e 1-888-483-2418




Cable

¢ Standard 6ft all-in-1 cable supplied wih the unit - 10ft and 15ft options available

Power
¢ Supplied with12V 5A remote power adapter

Product dimension w) x ) x (H)

e RKP1615/ RKP1617 series - 44.2 x 65 x 4.45 cm / 17.4 x 25.6 x 1.75 inch i —
® RKP1619 series - 44.2 x 67 x 4.45 cm / 17.4 x 26.3 x 1.75 inch .

. . ] ~— @Qg ‘
Packing dimension w) x (o) x (H) A
°60x84x18cm/23.6x33x7.1inch

Net/gross weight

o RKP1615 series - approximate 17 / 23kg
® RKP1617 series - approximate 18 / 24kg
® RKP1619 series - approximate 19 / 25kg

booroooooood

Rear panel layout
e See page 46 for full details

Unit : mm
KVM Support 15" LCD series 17" LCD series 19" LCD series
O RKP1615[K] RKP1617[Kl RKP1619[K]
yshas RKP1615KIU RKP1617[KIU RKP1619[KIU

FE (¢

Keyboard code: [€] =Notebook type K/B w/ touch-pad; [B] =Notebook type K/B w/ trackball; =Cherry K/B w/ trackball; [d] =Compact K/B w/ trackball; =Compact K/B w/ touch-pad

e www.i-techcompany.com ® 1-888-483-2418




RKP215/ 217/ 219 Series - 2U 15"/ 17"/ 19"

LCD keyboard drawer

wg ALCD ooncl Unique monitor flip up design
- o IP e USB e PS2 ¢ two consoles KVM options available

Features

e 2U 15", 17" or 19" TFT LCD screen

e Allow viewing through closed glass cabinet door

e Five keyboard selections support multiple languages

e Large padded wrist-rest for "d" & "t" style keyboard

® Adjustable mounting brackets from 390 to 845 mm

e Slide rails have fixed position to prevent movement
of the keyboard & screen

e All mounting hardware included

e 12, 24, 48-Volt DC power supply options

Options:
Designed for
AV Input DC Input Touchscreen 1 DELL [ﬁ,ﬂ] -
Keyboard selection Supporting layouts
IE' Notebook type keyboard with IE' Notebook type keyboard with Cherry keyboard with trackball
touch-pad mouse trackball (no USB verison)

@Compact keyboard integrated Compact keyboard integrated

with trackball with touch-pad mouse

Note: See page 45 for full details

Monitor

ow Class A LCD panel

® 15" 1024 x 768 LCD with 450 nits brightness and 400:1 contrast ratio typical
® 17" 1280 x 1024 LCD with 300 nits brightness and 500:1 contrast ratio typical
® 19" 1280 x 1024 LCD with 300 nits brightness and 700:1 contrast ratio typical

Note: See page 44 for full details

All brand names, logo & registered trademarks are properties of their respective owners.

e www.i-techcompany.com

® 1-888-483-2418




Optional built-in @ @ KvMm . 8-Port | 16-Port
e Support multi-platform - mix PCs, SUNs, IBMs, HPs, M Console @ @ v v
Compaq & DELL

[ g
Note: See page 37 for full details A M Consoles @ @ v v
Optional built-in G55@s KVM 8-Port | 16-Port
e Compatible with all USB-enable PC and SUN sever i Console —JE v v
e Direct support SUN Micro native resolution 1152 x 900

o O
Note: See page 38 for full details M @ Consoles —JE v v
Optional built-in TP KVM 8-Port | 16-Port
* Compatible with all USB-enable PC and SUN sever i& Consoles IP v v
Note: See page 39 for full details
KVM Cable

® 8 x 6ft all-in-1 KVM cables supplied with the unit - 10ft and 15ft options available

Power

e Supplied with12V 5A remote power adapter
(Two console model with additional 9 VDC adapter)

Product dimension w) x ) x (H)
©44.2 x60x8.8cm/17.4x23.6x3.5inch ﬂ T e
I

Packing dimension w) x (o) x (H)
060 x 77 x 22 cm / 23.6 x 30.3x 8.7 inch T T

Nei‘/grOSS Weighi‘ Flip up design

® RKP215 series - approximate 17 / 23kg
® RKP217 series - approximate 18 / 24kg
® RKP219 series - approximate 19 / 25kg

Separate sliding screen & keyboard mﬁg

Rear panel layout |

o]
o
DDD‘DDDDDQDDD

® See page 47 for full details Unit : mm
KVM Support 15" LCD series 17" LCD series 19" LCD series
®@ 1-port RKP215 RKP217 RKP219
gsp@s  1-port RKP215KIU RKP217KIU RKP219KIU
@@ s-port RKP215 [K]-801 RKP217 [K-801 RKP219 [K1-801
® @ @ 16-port RKP215[KI-1601 | RKP217 KI-1601 RKP219 [KI-1601
M Console spes 8-port RKP215[K-S801 | RKP217[KI-S801 | RKP219 [KI-S801
ysbas 16-port RKP215[K]-S1601 | RKP217 [KI-S1601 | RKP219[K-S1601
&) 8-port
via CAT5 Extender @ O® 16-port
ﬂﬂ Consoles gSo@:  3-port Refer to Page 3-4
Usbas 16-port
via IP IP 8-port
ii Consoles TP 16-port F@ c €

Keyboard code: [€] =Notebook type K/B w/ touch-pad; [b] =Notebook type K/B w/ trackball; [C] =Cherry K/B w/ trackball; [d] =Compact K/B w/ trackball; [t] =Compact K/B w/ touch-pad

e www.i-techcompany.com e 1-888-483-2418




RKP2415/ 2417/ 2419 Series - 2U 15"/ 17"/ 19"
LCD keyboard drawer
w Class A LCD panel

Short deep of 440mm(17.3 inch)/ 480mm(18.9 inch) only
Designed to fit into 600mm rack application
IP e USB ¢ PS2 * two consoles KVM options available

Features

e 2U 15", 17" or 19" TFT LCD screen

® 440mm deep for 15"/ 17" LCD display

® 480mm deep for 19" LCD display

e Three keyboard selections "e", "b" and "c" support
multiple languages

e Adjustable mounting brackets from 390 to 700 mm

e Slide rails have fixed position to prevent movement
of the keyboard & screen

e All mounting hardware included

e 12, 24, 48-Volt DC power supply options

Options:

Designed for

AV Input DC Input Touchscreen Esd DéLL (D | | compaa |

Keyboard selection Supporting layouts
IE' Notebook type keyboard with @ Notebook type keyboard with Cherry keyboard with trackball
touch-pad mouse trackball (no USB verison)

Note: See page 45 for full details

Monitor

-w Class A LCD panel

® 15" 1024 x 768 LCD with 450 nits brightness and 400:1 contrast ratio typical
e 17" 1280 x 1024 LCD with 300 nits brightness and 500:1 contrast ratio typical
® 19" 1280 x 1024 LCD with 300 nits brightness and 700:1 contrast ratio typical

Note: See page 44 for full details

All brand names, logo & registered trademarks are properties of their respective owners.

* www.i-techcompany.com e 1-888-483-2418




Optional built-in ® ® kvM

e Support multi-platform - mix PCs, SUNs, IBMs, HPs,

Compaq & DELL
Note: See page 37 for full details

Optional built-in 554 KVM

e Compatible with all USB-enable PC and SUN sever

e Direct support SUN Micro native resolution 1152 x 900

Note: See page 38 for full details

Optional built-in TP KVM

e Compatible with all USB-enable PC and SUN sever

Note: See page 39 for full details

KVM Cable

8-Port 16-Port

i Console @ @ v

M M Consoles @ @ v
8-Port 16-Port

i Console —Je v

M Consoles | YSBas v
8-Port 16-Port

M @ Consoles Y § & v

® 8 x 6ft all-in-1 KVM cables supplied with the unit - 10ft and 15ft options available

Power

e Supplied with12V 5A remote power adapter

(Two console model with additional 9 VDC adapter)

Product dimension w) x (o) x (H)

o RKP2415/ RKP2417 series - 44.2 x 44 x 8.8 cm / 17.4 x 17.3 x 3.5 inch
® RKP2419 series - 44.2 x 48 x 8.8 cm / 17.4 x 18.9 x 3.5 inch

Packing dimension w) x (o) x ()
060 x 62 x 22 cm /23.6 x 24.4 x 8.7 inch

Net/gross weight

e RKP2415 series - approximate 17 / 23kg
e RKP2417 series - approximate 18 / 24kg
® RKP2419 series - approximate 19 / 25kg

Rear panel layout
e See page 47 for full details

Unit : mm

Flip up design

Separate sliding screen & keyboard mﬁg

ﬁ\o. e

‘ 415

Dooooooosoogd

KVM Support 15" LCD series 17" LCD series 19" LCD series
@O 1-port RKP2415[K] RKP2417 K] RKP2419[K
ysbas 1-port RKP2415KIU RKP2417KIU RKP2419[KIU
®® s8-port RKP2415[K]-801 RKP2417[K-801 RKP2419[K]-801
° @® @ 16-port RKP2415[K]-1601 | RKP2417[K]-1601 | RKP2419[Kl-1601
M Console

ucngy, 8-port

RKP2415[K]-S801

RKP2417[K]-S801

RKP2419[K]-S801

vongs 16- por’[

RKP2415[K]-S1601

RKP2417[K]-S1601

RKP2419[K]-S1601

@O s-port NV152S-82[K] NV1725-82[K] NV192S-82[K]
via CAT5 Extender @ ® 16-port NV152S-162[K] NV172S-162[K] NV192S-162[K]
M m Consoles yspa:s 8-port NV152S-82U[K] NV172S-82UK] NV192S-82UK]
usoas 16-port NV1525-162U[KI NV172S-162U[K] NV192S-162U[KI]
via IP IP 8-port NVIP152S-82[K] NVIP172S-82[K] NVIP192S-82[K]
M M Consoles IP 16-port NVIP152S-162[K] NVIP172S-162[Kl NVIP192S-162[K]

FE (¢

Keyboard code: [€] =Notebook type K/B w/ touch-pad; [Bb] =Notebook type K/B w/ trackball; =Cherry K/B w/ trackball; [d] =Compact K/B w/ trackball; [t] =Compact K/B w/ touch-pad

e www.i-techcompany.com

® 1-888-483-2418




RP115/ 117/ 119 Series -
1U 15°/ 17"/ 19" LCD display drawer
@ClassALCDpanel / / p y

Lightweight
Space saving design

Features

e 1U 15", 17" or 19" TFT LCD screen

e Slide away flip-up monitor

e Allow viewing through closed glass cabinet door

¢ Adjustable mounting brackets from 390 to 795 mm

o Slide rails have fixed position to prevent movement
of screen

e All mounting hardware included

® 12, 24, 48-Volt DC power supply options

Options:
Designed for
AV Input DC Input Touchscreen % DAL [ﬁﬁ] -
Monitor

. @ Class A LCD panel

® 15" 1024 x 768 LCD with 450 nits brightness and 400:1 contrast ratio typical
® 17" 1280 x 1024 LCD with 300 nits brightness and 500:1 contrast ratio typical
© 19" 1280 x 1024 LCD with 300 nits brightness and 700:1 contrast ratio typical
Note: See page 44 for full details

Cable

e Standard 6ft VGA cable supplied wih the unit

Power
o Supplied with12V 5A remote power adapter

Product dimension w) x (p) x (H)

® RP115/ RP117 series - 44.2 x 55x4.45cm / 17.4 x 21.6 x 1.75 inch
e RP119 series - 44.2 x 60 x 4.45 cm / 17.4 x 23.6 x 1.75 inch

Packing dimension w) x (o) x (H)

® RP115/ RP117 series - 60 x 71 x 18 cm / 23.6 x 27.9 x 7.1 inch
e RP119 series - 60 x 77 x 18 cm / 23.6 x 30.3 x 7.1 inch

Net/gross weight

® RP115 series - approximate 10 / 15kg
® RP117 series - approximate 12/ 17kg
® RP119 series - approximate 13/ 18kg unit - mm

15" LCD series 17" LCD series 19" LCD series

RP115 RP117 RP119 F@ C €

All brand names, logo & registered trademarks are properties of their respective owners.

e www.i-techcompany.com e 1-888-483-2418




RP1415/ 1417/ 1419 Series -
1U 15"/ 17"/ 19" LCD display drawer
waassALcopanel / / p y

Short deep of 440mm(17.3 inch)/ 480mm(18.9 inch) only
Designed to fit into 600mm rack application

Features

e 1U 15", 17" or 19" TFT LCD screen

® 440mm deep for 15"/ 17" LCD display

® 480mm deep for 19" LCD display

e Slide away flip-up monitor

¢ Adjustable mounting brackets from 390 to 680 mm

e Slide rails have fixed position to prevent movement
of screen

e All mounting hardware included

e 12, 24, 48-Volt DC power supply options

Options:
Designed for
AV Input DC Input Touchscreen % DAL (ﬁﬂ] -
Monitor

° @ Class A LCD panel

® 15" 1024 x 768 LCD with 450 nits brightness and 400:1 contrast ratio typical
® 17" 1280 x 1024 LCD with 300 nits brightness and 500:1 contrast ratio typical
© 19" 1280 x 1024 LCD with 300 nits brightness and 700:1 contrast ratio typical

Note: See page 44 for full details

Cable

o Standard 6ft VGA cable supplied wih the unit

Power
e Supplied with12V 5A remote power adapter

Product dimension w) x () x (H)

© RP1415/ RP1417 series - 44.2 x 44 x 4.45 cm / 17.4 x 17.3 x 1.75 inch
e RP1419 series - 44.2x 48 x 4.45cm / 17.4 x 18.9 x 1.75 inch

H.'I

Packing dimension w) x (p) x ()

© RP1415/ RP1417 series - 60 x 61 x 18 cm / 23.6 x 24 x 7.1 inch
e RP1419 series - 60 x 65 x 18 cm / 23.6 x 25.6 x 7.1 inch

9" Rackmount

Net/gross weight

® RP1415 series - approximate 10 / 15kg
e RP1417 series - approximate 12/ 17kg
® RP1419 series - approximate 13/ 18kg

Unit : mm

15" LCD series 17" LCD series 19" LCD series

RP1415 RP1417 RP1419 F@ c E

All brand names, logo & registered trademarks are properties of their respective owners.
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RP615/ 717/ 819/ 920 Series -
6U 15°/7U 17/ 8U 19"/ 9U 20" Rackmount LCD monifor

wqassALCD panel Ultrahigh resolution 20" 1600 x 1200
NEMA & IP65 option available
19" design for rackmount cabinet

Features

° 6U 15", 7U17",8U 19" or 9U 20" TFT LCD screen

e Styled 6mm cast aluminium front panel

e Lower power consumption

e Optional IP65/ NEMA sealed front 2mm protective glass

for LCD
ac. e All mounting hardware included
Opﬁons: /J i Bracket ® 12, 24, 48-Volt DC power supply options
AV Input DC Input L Rear view /
Designed for
Touchscreen IP 65 % D&LL (ﬁﬂ] -
Monitor

. @ Class A LCD panel

® 15" 1024 x 768 LCD with 450 nits brightness and 400:1 contrast ratio typical
® 17" 1280 x 1024 LCD with 300 nits brightness and 500:1 contrast ratio typical
© 19" 1280 x 1024 LCD with 300 nits brightness and 700:1 contrast ratio typical
© 20" 1600 x 1200 LCD with 280 nits brightness and 700:1 contrast ratio typical
Note: See page 44 for full details

Cable

e Standard 6ft VGA cable supplied wih the unit

Power
e Supplied with12V 5A remote power adapter

Product dimension (w) x ) x (H)

®RP615-48 x5x26.6cm /18.9 x 2 x 10.5 inch
e RP717-48x55x31cm /18.9x2.2x 12.2 inch 7|8 5
e RP819-48x7x355cm/18.9x2.8x 14 inch

e RP920-48x7x39.9cm /18.9x2.8x 15.7 inch

Packing dimension w) x (p) x ()

o RP615-57 x42 x16.5cm / 22.4 x 16.5 x 6.5 inch
e RP717 -57 x 47 x 16.5cm / 22.4 x 18.5 x 6.5 inch
e RP819-57 x 51 x 16.5cm / 22.4 x 20 x 6.5 inch

e RP920 - 57 x 57 x 16.5cm / 22.4 x 22.4 x 6.5 inch

J
(ceonn]

61104 65€ /(L L1

66€

=) @) i
Net/gross weight . T
® RP615 - approximate 5/ 7kg S T
® RP717 - approximate 7 / 10kg Unit - mm
® RP819 - approximate 9 / 12kg .
® RP920 - approximate 12 / 15kg
15" LCD 17" LCD 19" LCD 20" LCD

RP615 RP717 RP819 RP920 F@ c €

All brand names, logo & registered trademarks are properties of their respective owners.
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HRP615/ 717/ 819 Series -
6U 15"/ 7U 17"/ 8U 19" Rackmount LCD monitor
wCIassALCDpanel Sunlight readable

Brightness up to 1400 cd/m?
19" design for rackmount cabinet

Features

° 6U 15", 7U 17" or 8U 19" TFT LCD screen

e Styled 6mm cast aluminium front panel

e Viewable under ambient lighting condition

e Provides the longest lamp life possible for
all brightness levels

e All mounting hardware included

Options:
Designed for
AV Input Touchscreen % D€AL [ﬁﬁ] -
Monitor

ow Class A LCD panel

® 15" 1024 x 768 LCD with 1400 nits brightness and 400:1 contrast ratio typical
® 17" 1280 x 1024 LCD with 1000 nits brightness and 500:1 contrast ratio typical
® 19" 1280 x 1024 LCD with 800 nits brightness and 700:1 contrast ratio typical

Note: See page 44 for full details
Cable
e Standard 6ft VGA cable supplied wih the unit

Power
e Supplied with12V 8.3A remote power adapter

Product dimension (w) x () x (H)

e HRP615-48 x 6.5x 26.6 cm / 18.9 x 2.6 x 10.5 inch
e HRP717 -48x7x31.0cm /18.9x 2.8 x 12.2 inch s 8
e HRP819-48 x 8.5x35.5cm /18.9 x 3.3 x 14 inch

Packing dimension w) x (o) x (H)

® HRP615 - 57 x 42 x 16.5cm / 22.4 x 16.5 x 6.5 inch
® HRP717 - 57 x 47 x 16.5cm / 22.4 x 18.5 x 6.5 inch
® HRP819 - 57 x 51 x 16.5 cm / 22.4 x 20 x 6.5 inch

@6 ompP

Net/gross weight -
® HRP415 - approximate 5/ 7kg

Unit : mm

e HRP717 - approximate 7 / 10kg
® HRP819 - approximate 9 / 12kg

15" LCD 17" LCD 19" LCD
HRP615 HRP717 HRP819

All brand names, logo & registered trademarks are properties of their respective owners.
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HRKP115/ 117 Series - 1.5U 15"/ 17" High brightness
P LCD keyboard drawer

Sunlight readable
Brightness up to 1400 cd/m?
I[P USB ¢ PS2 * two consoles KVM options available

Features

® 1.5U 15" or 17" TFT LCD screen

¢ Allow viewing through closed glass cabinet door

e \iewable under ambient lighting condition

e Provides the longest lamp life possible for all brightness levels

® Three keyboard selections support multiple languages

e Adjustable mounting brackets from 390 to 845 mm

e Slide rails have fixed position to prevent movement of the
keyboard & screen

e All mounting hardware included

Options:

Designed for

AV Input EH pell [/

Keyboard selection Supporting layouts
IE' Notebook type keyboard with IE' Notebook type keyboard with Cherry keyboard with trackball
touch-pad mouse trackball (no USB verison)

Note: See page 45 for full details

Monitor

.@ Class A LCD panel

® 15" 1024 x 768 LCD with 1400 nits brightness and 400:1 contrast ratio typical
® 17" 1280 x 1024 LCD with 1000 nits brightness and 500:1 contrast ratio typical

Note: See page 44 for full details

All brand names, logo & registered trademarks are properties of their respective owners.
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Optional built-in ® @ kvM

e Support multi-platform - mix PCs, SUNs, IBMs, HPs,

Compaq & DELL
Note: See page 37 for full details

Optional built-in F55€ KVM

e Compatible with all USB-enable PC and SUN sever
e Direct support SUN Micro native resolution 1152 x 900

Note: See page 38 for full details

Optional built-in IP” KVM

e Compatible with all USB-enable PC and SUN sever

Note: See page 39 for full details

KVM Cable

8-Port 16-Port

ﬁ Console @ @ v v

M M Consoles @ @ v v
8-Port 16-Port

& Console ——J8 v v

M @ Consoles Eoe v v
8-Port | 16-Port

M @ Consoles y § & v v

® 8 x 6ft all-in-1 KVM cables supplied with the unit - 10ft and 15ft options available

Power

e Supplied with12V 8.3A remote power adapter
(Two console model with additional 9 VDC adapter)

Product dimension w) x () x (H)
0439x60x6.6cm/17.3x23.6x2.6inch

Packing dimension w) x (o) x (H)
060x 77 x22cm/23.6x30.3x 8.7 inch

Net/gross weight

® HRKP115 series - approximate 16 / 22kg
® HRKP117 series - approximate 17 / 23kg

Rear panel layout
e See page 46 for full details

00000 0maoo0ag

Unit : mm

KVM Support 15" LCD series 17" LCD series
@O 1-port HRKP115[K] HRKP117K
yspa: 1-port HRKP115[KIU HRKP117[KIU
®® s-port HRKP115[K]-801 HRKP117[K]-8a01
° @® @ 16-port HRKP115[K]-1601 HRKP117[K]-1601
M Console Uspas 8 port HRKP115R1-S801 | HRKP117[R-S801
yspas 16-port HRKP115[KI-S1601 | HRKP117[KI-S1601
®O s-port HRKP115[K]-802 HRKP117[K]-802
via CAT5 Extender @ @ 16-port HRKP115[K]-1602 HRKP117[K]-1602

@ M Consoles ysoas 8-port HRKP115[K]-S802 | HRKP117[Kl-S802
yspas 16-port HRKP115KI-S1602 | HRKP117[K1-S1602

via IP IP 8-port HRKP115K-IP802 | HRKP117[KI-IP802

i A Consoles IP 16-port HRKP115E-IP1602 | HRKP117K-IP1602

Keyboard code: [€] =Notebook type K/B w/ touch-pad; [b] =Notebook type K/B w/ trackball; =Cherry K/B w/ trackball; [d] =Compact K/B w/ trackball; =Compact K/B w/ touch-pad

* www.i-techcompany.com
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RK-1 Series - 1U Rackmount industrial keyboard drawer

Ultra slim design
I[P USB ® PS2 * two consoles KVM options available

Features

e 1U, standard 19" rackmount keyboard drawer

e Lightweight construction

e Lockable drawer to secure the keyboard & mouse

e Five keyboard selections support multiple languages

¢ Large padded wrist-rest for "d" & "t" style keyboard

e Adjustable mounting brackets from 390 to 795 mm

o Slide rails have fixed position to prevent movement
of the keyboard

e All mounting hardware included

Designed for

EH pell [/

Keyboard selection Supporting layouts
@ Notebook type keyboard with @ Notebook type keyboard with Cherry keyboard with trackball
touch-pad mouse trackball (no USB verison)
@ Compact keyboard integrated IIl Compact keyboard integrated
with trackball with touch-pad mouse

Note: See page 45 for full details

All brand names, logo & registered trademarks are properties of their respective owners.
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Optional built-in @ @ KM S 8-Port | 16-Port
e Support multi-platform - mix PCs, SUNs, IBMs, HPs, M Console @ @ v v
Compaq & DELL

o O
Note: See page 37 for full details M M Consoles @ @ v v
Optional built-in #55@s KVM 8-Port [ 16-Port
e Compatible with all USB-enable PC and SUN sever i Console —J8 v v
e Direct support SUN Micro native resolution 1152 x 900

o
Note: See page 38 for full details M @ Consoles TSoes v v
Optional built-in I1” KVM 8-Port | 16-Port
e Compatible with all USB-enable PC and SUN sever ii Consoles IP v v
Note: See page 39 for full details
KVM Cable

8 x 6ft all-in-1 KVM cables supplied with the unit - 10ft and 15ft options available

Power

e Supplied with12V 5A remote power adapter
(Two console model with additional 9 VDC adapter)

Product dimension w) x (p) x (H)
0442 x55x4.45cm /17.4x21.6x1.75inch || ——— Qﬂ Jaa

Packing dimension w) x () x (H) g
e60x71x18cm/23.6x27.9x7.1inch ‘

Net/gross weight
® Approximate 8 / 12kg

Pramn-N
faa4

b
Unit : mm
KVM Support
®® 1-port RK1[K]
yYsoa: 1-port RK1KIU
®® s8-port RK-801Kl
° @ @ 16-port RK-1601[K]
M Console yssas 8 port RK-S80THI
ySheas 16-port RK-S1601[K]
DO s-port NK-802[K]
via CAT5 Extender @ @ 16-port NK-1602 K
M M Consoles Ysbas 3-port NK-S802 K]
ySpas 16-port NK-S1602[K]
via IP IP 8-port NK-IP802 Kl
@ i Consoles IP 16-port NK-IP1602[K] F@ c €

Keyboard code: [€] =Notebook type K/B w/ touch-pad; [B] =Notebook type K/B w/ trackball; =Cherry K/B w/ trackball; [d] =Compact K/B w/ trackball; [t] =Compact K/B w/ touch-pad;

35 e www.i-techcompany.com e 1-888-483-2418




RK-2 Series - 1U Rackmount industrial keyboard drawer

Short depth of 370mm(14.6 inch)
Low cost, light weight

Features

¢ 1U, standard 19" rackmount keyboard drawer

e Lightweight construction

o Lockable drawer to secure the keyboard & mouse

e Five keyboard selections support multiple languages

e Large padded wrist-rest for "d" & "t" style keyboard

¢ Adjustable mounting brackets from 390 to 660 mm

e Slide rails have fixed position to prevent movement
of the keyboard

¢ All mounting hardware included

Designed for

E5d pedl [

Keyboard selection Supporting layouts
IE' Notebook type keyboard with @ Notebook type keyboard with Cherry keyboard with trackball
touch-pad mouse trackball (no USB verison)
@ Compact keyboard integrated mCompact keyboard integrated
with trackball with touch-pad mouse

Note: See page 45 for full details

Product dimension (w) x ) x (H)
«44.4 %37 x 4.45cm /175 x 14.6 x 1.75 inch
Packing dimension w) x (o) x (H) — ;
©50x 59 x 11 cm /20 x 23.2 x 4.3 inch L — @l \

\ SR \ ,
Net/gross weight ] R ‘
® Approximate 6/ 8kg | 370 | ) N

444
Unit : mm

RK2K I F@ c €

Keyboard code: [€] =Notebook type K/B w/ touch-pad; [B] =Notebook type K/B w/ trackball; =Cherry K/B w/ trackball; [d] =Compact K/B w/ trackball; =Compact K/B w/ touch-pad;

* www.i-techcompany.com © 1-888-483-2418




1U Rackmount PS/2 KVM switch

Cost efficient local and remote console keyboard, video and mouse server managenment

switching solutions

i Console @ @

i& Consoles @ @

CV-401/ 801/ 1601

Rear view

4-port

) e b dE {= b dep @

8-port

=

CV-802/ 1602

Rear view

oes _ _ _ _ _ _ _

V@ ®@ © i G dEb Eb dEb @l @ b | 8-Port
10 = @ @ o @ T DT

=080 o L o arargr | 16-port

Remote user

Model N CV-401/ 801/ 1601 CV-802/1602
(L] Xk ) Local Console CAT.5 Remote Console

PC port 4/ 8/ 16 8/ 16 N/A
Console port 1 1 1

On screen display menu, .
PC selection ‘ spiey . On screen display menu, Hot key, Push button

Hot key, Push button

LED 1 Bank LED 1 Bank LED

4/ 8/ 16 Online LED (Green)
4/ 8/ 16 Selected LED (Red)

8/ 16 Online LED (Green)
8/ 16 Selected LED (Red)

1 Power LED (Green)
1 Status LED (Red)

On screen display control Yes Yes

Scan intervals 5~99 Seconds 5~99 Seconds

Keyboard and mouse emulation pPS/2 PS/2

VGA resolution (Max.) 1920 x 1440 1920 x 1440 1600 x 1200
CAT.5 cable length (Max.) N/A N/A 500 feet
Bandwidth 200MHz 200MHz 150MHz
Cascade level (Max.) 8 levels 8 levels

PC connection (Max.) 116/ 120/ 128 120/ 128

Housing Metal Metal

KVM switch power adapter DC 12V, 1A DC 12V, 1A DC 9V, 500mA
Weight (kg) 3.5/ 3.5/ 4 kg 4 kg 0.5kg
Dimension (cm) 43.5 (W) x 18 (D) x 4.45 (H) 43.5 (W) x 18 (D) x 4.45 (H) 11 (W) x7.5(D)x3.2(H)

Designed for Support Platform

EEd pedl [ I (7

All brand names, logo & registered trademarks are properties of their respective owners

e

L FE (€

Linux

o 1-888-483-2418
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1U Rackmount USB KVM switch

Hot pluggable, local and remote console server management KVM switching solutions
Native support SUN 1152 x 900
Support Solaris multi-language

Hnen g

®
M Console

° o
M Consoles ySp@a

CV-5801/ 1601

CV-5802/ 1602

Rear view

-
- ---n-u-n--n-u- 8-port
"M" 16-port

Rear view
EI"E 8-port
16-port

S

Remote user

Model No. CV-S801/ 1601 CV-5802/1602
Local Console CAT.5 Remote Console
PC port 8/ 16 8/ 16 N/A
Console port 1 1 1
PC selection On screen display menu, On screen display menu, Hot key, Push button
Hot key, Push button
LED 1 Bank LED 1 Bank LED

8/ 16 Online LED (Green)
8/ 16 Selected LED (Red)

8/ 16 Online LED (Green)
8/ 16 Selected LED (Red)

1 Power LED (Green)
1 Status LED (Red)

On screen display control Yes Yes

Scan intervals 5~99 Seconds 5~99 Seconds

Keyboard and mouse emulation USB USB

VGA resolution (Max.) 1920 x 1440 1920 x 1440 1600 x 1200
CAT.5 cable length (Max.) N/A N/A 1000 feet
Bandwidth 200MHz 200MHz 150MHz
Cascade level (Max.) 8 levels 8 levels

PC connection (Max.) 120/ 128 120/ 128

Housing Metal Metal

KVM switch power adapter DC 12V, 1A DC 12V, 1A DC 9V, 500mA
Weight (kg) 3.5/ 3.5/ 4 kg 4 kg 0.5 kg
Dimension (cm) 43.5 (W) x 18 (D) x 4.45 (H) 43.5 (W) x 18 (D) x 4.45 (H) 11 (W) x7.5(D)x3.2(H)

Déell 7] I (X7

All brand names, logo & registered trademarks are properties of their respective owners
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IP KVM extender

Maintaining servers across the world
up to BIOS level

Compatible with all major KVM switch
for racks of server

Local console

Remote user

CTCP/Ip )
Model No. IP-101
To computer system To local console
Keyboard PS/2 mini-din 6 pin (Female) PS/2 mini-din 6 pin (Female)
Video VGA HD-15 pin (Female) VGA HD-15 pin (Female)
Connector Mouse PS/2 mini-din 6 pin (Female) PS/2 mini-din 6 pin (Female)
USB USB type B receptacle Nil
Remote port Nil RJ-45 8P8C
Serial port Nil DB-9 (Male)
Bandwidth 200MHz
Video Resolution Local : 1600 x 1200/ Remote : 1280 x 1024
Compatibility SVGA, VGA, SXGA, XGA
Levels 0.7v P-P
Remote web-based access Internet, LAN/WAN, or dial-up modem
Remote web browsers support Miscrosoft® internet explorer, Netscape natvigator or Mozilla
Data encrypted Secure socket layer SSL v2/ v3
Power requirement to unit DC 5V, 2.5A
Housing Metal
Environment Temperature 0~ 40c
Humidity 0 ~ 80%
Dimensions (cm) 14.3(W) x 15.6(D) x 2.8(H)
Net weight 1.7kg
Supported keyboard PC/AT, PS/2
Supported mouse Standard PS/2 two button Microsoft® Intelimouse

FE (¢

All brand names, logo & registered trademarks are properties of their respective owners.
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CAT.5 PS/2 KVM extender

CV-101T
500 feet ©
- 5 _500 feet
KVM switch to PC port CV-101R
CV-101R
500 feet —%
KVM switch to console port CV-101T
-
-~
@)
CV-101T CV-101R =
Model No. Transmitter Receiver Q_
Local Console ‘ PC Remote Console Q
Keyboard PS/2 mini-din 6 pin (Female) PS/2 mini-din 6 pin (Female) —
Connector Mouse PS/2 mini-din 6 pin (Female) PS/2 mini-din 6 pin (Female) Q_
Monitor VGA HD-15 pin (Female) VGA HD-15 pin (Female) 3
) ) RJ-45 8P8C
Unit to unit (¥,
(Same as Ethernet 100BaseT Part) O
Connection Cable type N/A 3-in-1 cable Category 5/ Category 5e/ Category 6
Standard 2 feet
Cable length N/A ) up to 500 feet C
Optional 6/ 10/ 15 feet —l'.
Bandwidth 250MHz N/A 150MHz O
) Distance to 500 feet : up to 1280 x 1024
Resolution up to 1600 x 1200 N/A . -
Distance to 100 feet : up to 1600 x 1200
) Compatibility SVGA, VGA, SXGA, XGA
Video
Levels 0.7v P-P
Compensation N/A N/A Auto adjust
Coupling DC
Sync type Separate / Composite TTL level SYNC palanity is preserved
Power : 1 x Green
LED
Data : 1 x Red
Power requirement to unit From PC DC 9V, 500mA
Housing Metal
Environment Temperature 0~ 40c
Humidity 0~ 80%
Length 11
Dimensions (cm) Width 7.5
Height 3.2
Net weight 0.5kg 0.5kg
Supported keyboard PC/AT, PS/2 N/A PC/AT, PS/2
Standard PS/2 two Button Standard PS/2 two Button
Supported mouse ) , N/A
Microsoft® Intelimouse Microsoft® Intelimouse

FE (¢
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CAT.5 USB KVM extender

> £
L cvsionT I
1000 feet 5
KVM switch to PC port CV-S101R
CV-S101R
1000 feet —%
KVM switch to console port CV-S101T
CV-S101T CV-S101R
Model No. Transmitter Receiver
Local Console ‘ PC Remote Console
Keyboard USB Type A USB Type A
Connector Mouse USB Type A USB Type A
Monitor VGA HD-15 pin (Female) VGA HD-15 pin (Female)
. ) RJ-45 8P8C
Unit to unit
(Same as Ethernet 100BaseT Part)
Connection Cable type Category 5/ Category 5e/ Category 6
VGA cable N/A 6 ft HD-15 pin N/A
Keyboard cable N/A 6 ft USB type A (Male) N/A
Mouse cable N/A 6 ft USB type A (Male) N/A
Bandwidth 250MHz N/A 150MHz
Resolution 1600 x 1200 N/A 1600 x 1200
) Compatibility SVGA, VGA, SXGA, XGA
Video
Levels 0.7v P-P
Compensation N/A N/A Auto adjust
Coupling DC
Sync Type Separate / Composite TTL level SYNC palanity is preserved
Power : 1 x Green
LED
Data : 1 x Red
Power requirement to unit From PC DC 9V, 500mA
Housing Metal
) Temperature 0 ~ 407
Environment
Humidity 0~ 80%
Length iR
Dimensions (cm) Width 7.5
Height 3.2
Net weight 0.5kg 0.5kg
Supported keyboard USB N/A USB

FE (€
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Accessory

"CD"PS/2 KVM cables
High performance, high quality cable

CD-6 6ft 3-in-1 PS/2 KVM cables

CD-10  10ft 3-in-1 PS/2 KVM cables
CD-15  15ft 3-in-1 PS/2 KVM cables
CD-33  33ft 3-in-1 PS/2 KVM cables

"CB"USB KVM cables
High performance, high quality cable

CB-6 6ft 2-in-1 USB KVM cables
CB-10  10ft 2-in-1 USB KVM cables
CB-15  15ft 2-in-1 USB KVM cables

"CA"Cascade cables for PS/2 KVM

The cascade cables allow you to link multiple CyberView KVM switches together

CA-2 2ft 3-in-1 PS/2 cascade cables
CA-6 6ft 3-in-1 PS/2 cascade cables

UO!.[ﬂlOS » PJDPUD.ISU

"CBC"Cascade cables for USB KVM

The cascade cables allow you to link multiple CyberView KVM switches together

CBC-6  6ft USB cascade cables

e www.i-techcompany.com e 1-888-483-2418




Accessory

USB to PS/2 Adapter

SUN/ iMac USB to PS/2 adapter

Support Two PS/2 devices simultaneously (Keyboard and Mouse) and converts to the USB interface
——ps/2 M Convert PS/2 KVM switch devices to USB KVM switch devices (PC, iMac or SUN platforms)
ouse port . o
—— PS/2 Keyboard port Complies to USB 1.0 and 1.1 Specification

USB port
SUN-31 kit

Touch screen

Type Resistive Capacitive
Touch screen manufacturer 3M / E-resistive 3M
Controller USB Serial USB Serial
15"
) 17"
Size
19"
20"

DC power supply

DC power in 12/ 24V 48V
Input voltage range 10-36V 36-75V
Voltage Accuracy +/- 1% (Max.)

Short circuit protection Continuous
Temperature coefficient +/- 0.03%/ °C

e www.i-techcompany.com ® 1-888-483-2418




LCD Specifications

Panel 15" LCD series 17" LCD series 19" LCD series 20.1" LCD series
Display type Active matrix TFT color LCD
Pixel Pitch 1024 x 768 XGA 1280 x 1024 SXGA 1280 x 1024 SXGA 1600 x 1200 UXGA

Max. Resolution

0.297(H) x 0.297(W) mm

0.264(H) x 0.264(W) mm

0.294(H) x 0.294(W) mm

0.255(H) x 0.255(W) mm

Contrast Ratio

400 : 1

500: 1

700 :1

700 : 1

Brightness

450 cd/ m2

300 cd/ m2

300 cd/ m2

280 cd/ m2

Response Time

Tr=5/ Tf=20 ms

Tr=3/ Tf=10 ms

Tr=1.7/ Tf=6.3 ms

Tr=6/ Tf=10 ms

Display colors

16.2M

16.2M

16.7M

16.7M

Viewing angle (typical)

140 (Horiz.)/ 115 (Vert)

150 (Horiz.)/ 135 (Vert.)

150 (Horiz.)/ 135 (Vert.)

178 (Horiz.)/ 178 (Vert.)

Operating temperature

0to 50

0to50

0to 50

0to 50

Storage temperature

-20to0 60

-25to 60

-25to 60

-251t0 60

High Brightness LCD Specifications “$-

Panel 15" LCD series 17" LCD series 19" LCD series
Display type Active matrix TFT color LCD
Pixel Pitch 1024 x 768 XGA 1280 x 1024 SXGA 1280 x 1024 SXGA

Max. Resolution

0.297(H) x 0.297(W) mm

0.264(H) x 0.264(W) mm

0.294(H) x 0.294(W) mm

Contrast Ratio

400 : 1

500: 1

700 :1

Brightness

1400 cd/ m2

1000 cd/ m2

800 cd/ m2

Response Time

Tr=5/ Tf=20 ms

Tr=3/ Tf=10 ms

Tr=1.7/ Tf=6.3 ms

Display colors

16.2M

16.2M

16.7M

Viewing angle (typical)

140 (Horiz.)/ 115 (Vert.)

150 (Horiz.)/ 135 (Vert.)

150 (Horiz.)/ 135 (Vert.)

Operating temperature

Oto 50

0to 50

0to 50

Storage temperature

-20to0 60

-25to 60

-25to 60

e www.i-techcompany.com
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Keyboards Specifications

[e]

GlidePoint™ touchpad

17-key numeric keyboard

17-key numeric keyboard

GlidePoint™ touchpad

e www.i-techcompany.com

Notebook type keyboard with
touchpad mouse

¢ Integrated GlidePoint™ touchpad

e 88 keys (US/ Chinese layout), 89 keys
(European/ Japan layout)

e PS/2 or USB connection

® Dimension WxUxH) :
386x138x1.4cm/ 152x54x0.6inch

Notebook type keyboard with
mini trackball mouse

e Integrated 15mm trackball plus 3 mouse key
® 88 keys (US/ Chinese layout), 89 keys
(European/ Japan layout)
e PS/2 or USB connection
® Dimension Wx(x(H) :
38.6x138x1.8cm/ 152 x54x0.7 inch

Compact keyboard integrated with
trackball

e Integrated 19mm trackball plus 3 mouse key
e Cursor key & numeric keys included
e 95 keys (US/ Chinese layout), 96 keys
(European/ Japan layout)
e PS/2 or USB connection
® Dimension W)x()x(H) :
412x17.5x38cm/ 16.2x69x1.5inch

Compact keyboard integrated with
touch-pad mouse

® Integrated GlidePoint™ touchpad

e Cursor key & numeric keys included

® 95 keys (US/ Chinese layout), 96 keys
(European/ Japan layout)

® PS/2 or USB connection

® Dimension w)x W x(H) :
41.2x19.5x38cm/162x7.7 x 1.5inch

Cherry keyboard with
trackball mouse
e Integrated 16mm trackball plus 2 mouse key
® 83 keys (US layout), 84 keys (European layout)
e PS/2 connection only
® Dimension WxUxH) :

370x139x20cm/ 14.6x55x08inch
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1U Rear kit for LCD keyboard drawer

Console kit © SETk
VGA console/ keyboard/ mouse input
KVM console kit
PS/2 KVM
8-port
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Video input /
S-video input  Composite video input
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DC input
12V/ 24V/ 48V DC input
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2U Rear kit for LCD keyboard drawer

Console kit

+1zyDC
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AR,

VGA console/ keyboard/ mouse input

KVM console kit

PS/2 KVM
8-port
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16-port
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SR 16-port
USB KVM
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oo o 16-port
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El RS 16-port
8-port
IP kvm
16-port
Video input
S-video input  Composite video input
12/ 24/ 48
DC input

12V/ 24V/ 48V DC input
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30081 Ahern Ave.,
Union City, CA 94587
USA
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