CAT.5 PS/2 KVM extender
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Model No. Transmitter Receiver CL
Local Console ‘ PC Remote Console Q
Keyboard PS/2 mini-din 6 pin (Female) PS/2 mini-din 6 pin (Female) —
Connector Mouse PS/2 mini-din 6 pin (Female) PS/2 mini-din 6 pin (Female) l
Monitor VGA HD-15 pin (Female) VGA HD-15 pin (Female) 3
. . RJ-45 8P8C
Unit to unit (¥,
(Same as Ethernet 100BaseT Part)
Connection Cable type N/A 3-in-1 cable Category 5/ Category 5e/ Category 6 O
Standard 2 feet
Cable length N/A . up to 500 feet C
Optional 6/ 10/ 15 feet —I-.
Bandwidth 250MHz N/A 150MHz O
) Distance to 500 feet : up to 1280 x 1024
Resolution up to 1600 x 1200 N/A , >
Distance to 100 feet : up to 1600 x 1200
) Compatibility SVGA, VGA, SXGA, XGA
Video
Levels 0.7v P-P
Compensation N/A N/A Auto adjust
Coupling DC
Sync type Separate / Composite TTL level SYNC palanity is preserved
Power : 1 x Green
LED
Data: 1 x Red
Power requirement to unit From PC DC 9V, 500mA
Housing Metal
Environment Temperature 0~ 40c
Humidity 0 ~ 80%
Length 11
Dimensions (cm) Width 7.5
Height 3.2
Net weight 0.5kg 0.5kg
Supported keyboard PC/AT, PS/2 N/A PC/AT, PS/2
Standard PS/2 two Button Standard PS/2 two Button

Supported mouse

N/A
Microsoft® Intelimouse

Microsoft® Intelimouse
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