
Rack Mount Installation 
Quick Reference 

A 

Before you begin.... 
We suggest you power the unit up and confirm it functions correctly and that nothing was damaged in shipping. 

The ship kit that comes with your new rack mount equipment should contain all of the necessary hardware 
required to mount into a standard 10-32 rack. If you are installing into an M6 rack additional hardware may be 
needed. 

| \ Do not remove the cover or back of your new equipment. There are no User Serviceable parts inside. Contact the 
vendor support staff with any questions. 

What you will need: 

Phillips Screwdriver 
Allen/Hex Wrench (Supplied) 

Installation Hardware Provided: 

2x Rear Mounted "L" Brackets 

8x 10-32 Panhead Screws 

Additional Component References: 

Aluminum Support Arm (2x integrated into the asssembly) Hex Head Pancake Screw 
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Rack mounting installation steps: 
1) Determine the mounting location within the rack and mark the mounting holes in the front and rear 
of the rack enclosure accordingly (this is for easy reference while you are mounting the equipment). 

TIP: 
If installing by yourself or even with a helper, just below where you are going to mount the unit install 2 of 
the 10-32 screws (orM6 if using an alternate rack) in the front mounting surface leaving at least 1/4" inch 
of thread exposed. This will act as a stop when installing the unit. 

2) Install the rear "L" mounting brackets to the rear face of the enclosure using 4x 10-32 Panhead Screws 
set at the desired height/location. 

3) Find the target installation depth by measuring the front face/mounting surface of the rack to center-
line of the mounting hole of the rear "L" mounting bracket. 

4) The measurement from the front ear to the rear arms elongated mounting holes must be the same 
length as step 3. Some adjustment of the aluminum support arms is likely needed ensure a proper fit. 
To adjust the arms use the Hex Head tool to loosen or remove the Pancake screws as necessary until the 
elongated holes of the arms match the measurement. Once at the correct measurement then once again 
secure the arms in place. NOTE: The arm may need to be adjusted to the next set of mounting holes to 
fit correctly. 

(Example of unit shown with arm removed) 

5) Slide the rack mount unit into the rack (iffollowing the TIP you can rest it on the screws you previously 
installed in the front) and secure the rear arms into the "L" brackets with the provided 10-32 Panhead 
screws. 

6) With the remaining 10-32 screws, secure the unit into the Rack Frame. (Removing the 2x 10-32 screws 
you were using as stops in the TIP and install them into the remaining hold of the rack ears). Ensure the 
unit is level and then tighten all eight of the 10-32 screws. 

7) Your equipment is now mounted in the rack. To use the unit, grasp the handle unlock/disengage the 
unit and pull it out to the fully extended and locked position and then pull the handle up. 
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