
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Features 

17” Panel PC with MI953AF, Socket G1 for  
Intel® Core™ i7/i5 CPU, 2x DDR3 SO-DIMM,  
Resistive Touch & 2 PCI slots 

Model:  iPC1700i-P 
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• 17" Panel PC with MI953AF Mini-ITX Motherboard 
• IP65 front panel protection 
• Supports Resistive/Capacitive/SAW touch 
• 2x DDR3 SO-DIMM memory socket, up to 8GB 
• 2x PCI expansion slots (iPPC-1700EX) 
• I/O for PS/2, dual USB, HD audio, 2x COM, GbE 
• 1x DVD-ROM (optional) 

Specifications 

System Mainboard MI953AF 

CPU Type Socket G1 (rPGA 989) for Intel® Core™ i7 / Core™ 
i5  

Memory 2x DDR3 1066MHz SO-DIMM, Max. 8GB 
Construction Steel (SGCC) 
I/O Interface 1x PS2 KB/MS, 6x USB2.0, 

1x COM port, 2x Gigabit LAN, 
1x DVI-I, 1x DVI-D,1x VGA CRT 
1x RCAx3 for HD audio 
2 x DB9 for COM3~4 
1 x 10-pin Mini-DIN for GPIO 

Expansion I/O 2x PCI Slot (optional) 
Storage Slim SATA Combo DVD (optional) / 2.5” HDD 
Mounting 
 

VESA mount (100mmX100mm) 
Panel mount, Rack mount (optional) 

Dimensions 442mm(W) x 362mm(D) x 110mm(H) 
LCD Size 17.0” TFT LCD 

LCD Color 16.7M colors 
Backlight CCFL 
Display Resolution SXGA 1280x1024 
LCD Brightness 380 cd/cm2 
Dot Pitch 0.264mm x 0.264mm 
Viewing Angle 160/160 
Backlight MTBF 50,000 hrs 
Touch Screen Resistive Panel / Capacitive / SAW 
Operating Temperature 0°C~ 40°C 
Storage Temperature -10°C~60°C 

Relative Humidity 
 

90% 

Protection Class IP65 (Front panel with wall mount) 

Remarks:  
1. It is suggested to use CPU with 35W maximum power consumption 
2. ODM/OEM is available 
3. Specifications are subject to change without prior notice 


